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OF 7' REQUIRED BY MC 18.40.840 — STREETSCAPE STANDARDS. SEE ‘ 8 <
STREETSCAPE PLAN — 24TH STREET, PAGE 10
SIGNATURES
18.28.530 240 FEET IS PERMITTED PROVIDED THAT: CITY OF GOLDEN PLANNING COMMISSION
BUILDING WALLS OVER 30 FEET ARE STEPPED APPROVED BY THE CITY OF GOLDEN PLANNING COMMISSION
18.28.530(1)c BACK EIGHT FEET FROM THE FRONT WALL OF v
e THE BUILDING
18.28.530(1)a FOOTPRINT ABOVE 30 FEET IS NO GREATER v THIS DAY OF 2016
e THAN 50 PERCENT OF THE BUILDING FOOTPRINT 5 |zlz
THE PROJECT WILL DEMONSTRATE COMPLIANCE — Ol
18.40.724(5)c WITH ALL APPLICABLE STANDARDS AND 100% v CHAIRMAN RS
e OF APPLICABLE GUIDELINES IN THIS CHAPTER 5 RS
18.40. S|=
THE PROJECT SHALL PROVIDE USABLE STREET enTIRE SiTE SECRETARY
18.40.724(5)a LEVEL PUBLIC USE AREA(S) ON SITE. v
ALL NEW CONSTRUCTION SHALL EXCEED OWNERSHIP CERTIFICATE
MINIMUM APPLICABLE INTERNATIONAL ENERGY
18.40.724(5)b CONSERVATION CODE STANDARDS ADOPTED BY v SIGNED THIS DAY OF , OF 2016
THE CITY BY AT LEAST 20%.
THE PROJECT SHALL DEMONSTRATE SUPPORT _ -
18.40.724(5)c FOR ADOPTED COMMUNITY GOALS BY INCLUDING e
ONE OF THE FOLLOWING: RO >
0.0, BY e
. AT LEAST 25% OF RESIDENTIAL UNITS IN THE DIRECTIONe
PROJECT SHALL BE CONSTRUCTED AS OF TRAVEL
18.40.724(5)c.i | AFFORDABLE DWELLINGS AVAILABLE FOR
HOUSEHOLDS MAKING NO MORE THAN AREA y NOTORIAL 212
30 0 e 30 60
MEDIAN INCOME (AMI) BY HOUSEHOLD SIZE. N i SN <¥ il i
H H N NN . STATE OF ==
. AT LEAST 15% OF MODELED ELECTRIC OR SCALE: 1"= 30’ 3(8
18.40.724(5)c.ii  |HEATING ACTIVITY FOR THE PROJECT SHALL BE v | COUNTY OF |
PROVIDED BY ON—SITE RENEWABLE SOURCES. Slo
THE FORGOING SIGNATURE WAS ACKNOWLEDGED BEFORE ME THIS N
FOSSIL POINT - GROSS FLOOR AREA VICINTTY _ DAY OF . 2016
SCALE: 1” = 30 — 0"
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LEVEL 1 10,002 Sk 24TH STREET IS A PRIORITY COMPLETE STREET AREA OF SIGNIFICANT CHANGE 1 1Ele] 1Ss)s 5
O om
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WZz 2 |Blolz|lo
LEVEL 3 4,994 SF 1,200 SF R EHARE
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TOTAL GROSS FLOOR AREA 24,998 SF 1,200 SF ZONING CMU-NC 1 OF 13 COVER SHEET, PROJECT LOCATION & VICINITY
MIXED USE BUILDING 5 OF 13 A.L.T.A. / ASCM LAND TITLE SURVEY: VICINITY MAP
CONSISTING OF AND LEGAL DESCRIPTION
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LOCATED IN THE SOUTHEAST 1/4 OF SECTION 34 ™
(RN
TOWNSHIP 3 SOUTH, RANGE 70 WEST 6TH P.M. ,’ s
CITY OF GOLDEN, COUNTY OF JEFFERSON, STATE OF COLORADO an:
A.L.T.A./ ASCM LAND TITLE SURVEY: VINCINITY MAP AND LEGAL DESCRIPTION i
O
LEGAL DESCRIPTION: A.L.T.A./JACSM LAND TITLE SURVEY 3
& & @ & A %5
EXHIBIT D—1 (2 S
A PORTION OF PARCEL NO 9, DESCRIBED IN THAT DEED RECORDED IN BOOK 811 LOCATED IN THE SOUTHEAST 1/4 OF SECTION 34, N <
AT PAGE 194, LOCATED IN THE SOUTHEAST QUARTER OF SECTION 34, TOWNSHIP 3 8&5
SOUTF, RANGE 70 WEST OF THE 6TH PRINCIPAL MERIDAN, OITY  OF GOLDEN, TOWNSHIP 3 SOUTH, RANGE 70 WEST 6TH P.M. DSy
JEFFERSON COUNTY, COLORADO, BEING DESCRIBED AS FOLLOWS: @) W
CITY OF GOLDEN, COUNTY OF JEFFERSON, STATE OF COLORADO > Dy
BEGINNING AT THE INTERSECTION OF THE EAST LINE OF SAID PARCEL NO 9, AND THE LL] oo
2005131454, AND CONSIDERING SAID SOUTH LINE TO BEAR SOUTH 54’21'27”WEST, e 5?8
WITH ALL BEARINGS CONTAINED HEREIN, RELATIVE THERETO; PARCEL B: VICIN'TY M AP O =P
m A
THENCE ALONG SAID EAST LINE OF PARCEL NO 9 ALONG A NON—TANGENT CURVE TO A TRACT OF LAND IN THE SNORTHWEST % OF THE SOUTHEAST % OF SECTION 34 LL L O
THE LEFT, HAVING A DELTA OF 3'13'54”, A RADIUS OF 930.36 FEET, AN ARC OF 52 TOWNSHIP 3 SOUTH. RANGE 70 WEST OF THE 6TH P.M. MORE PARTICULARLY ] SCALE: 1"=400" _ LL Ez:
47 FEET, AND A CHORD WHICH BEARS SOUTH 7024 45" EAST, 5247 FEET TO THE DESCCRIBED AS BEGINNING AT A POINT ON THE SOUTHERLY LINE OF 24TH STREET IN “n - o m&w-s
MOST SOUTHERLY CORNER OF THOSE LANDS DESCRIBED IN THE DEED RECORDED AT THE CITY OF GOLDEN. COLORADO. WHICH POPINT IS S 54'33'55” W. A DISTANCE OF 1 -
RECEPTION NO. Fl 221049 THENCE DEPARTING SAID EAST LINE OF PARCEL NO. 9, 170.00 FROM THE CENTERLINE OF FORD STREET EXTENDED, IN SAID CITY OIF GOLDEN, % i - GENERAL NOTES: S
SOUTH 54°21°27” WEST, 48.4 FEET TO THE EAST LINE OF THAT PARCEL DESCRIBED AND WHICH POINT IS THE TRUE POINT OF BEGINNING:THENGE S 54'33'55" W, ALONG P
IN THAT DEED RECORDED IN BOOK 716 AT PAGE 188, THENCE ALONG SAID EAST SAD SOUTHERLY LINE OF 24TH STREET 152.24 FEET TO A POINT: THENCE S 45-46°05" 1. ALL BEARINGS CONTAINED HEREIN ARE BASED UPON THE SOUTH LINE OF THE SOUTHEAST
LINE, THE FOLLOWING TWO COURSES (1) NORTH 71’36°04” WEST, 6.33 FEET; (2) ) L ! . QUARTER OF SECTION 34 BEING CONSIDERED TO BEAR N89'54’00"E BETWEEN THE FOUND
THENCE NORTH 68'39 ‘04" WEST 45.29 FEET TO SAID SOUTH LINE OF PARCEL B: E, 12.48 FEET TO A POINT ; THENCE S 77°36'05" E, 6292 FEET TO A POINT; THENCE MONUMENTS SHOWN AND DESCRIBED HEREON.
THENCE ALONG SAID SOUTH LINE N‘ORTH 54'21°27" EAST, 47.40 FEET T0 THE S 79'05'05" E, 43.10 FEET TO A POINT; THENCE N 54'33'55" E, 79.13 FEET TO A
, , 47. POINT: THENCE N 35'41°05" W. PARALLEL WITH SAID CENTERLINE OF FORD STREET 2. ALL DIMENSIONS SHOWN HEREON ARE IN U.S. SURVEY FEET. ALL BEARINGS SHOWN HERE ON ARE
POINT OF BEGINNING OF THIS DESCRIPTION, CONTAINING 2071 SQUARE FEET (0.05 EXTENDED. 90.00 FEET TO THE TRUE POINT OF BEGINNING. COUNTY OF JEFFERSON IN DEGREE—MINUTES—SECONDS.
ACRES), MORE OR LESS. STATE OF COLORADO. ' ' 3. ANY PERSON WHO KNOWINGLY REMOVES, ALTERS OR DEFACES ANY PUBLIC LAND SURVEY
Go MONUMENT OR LAND SURVEY BOUNDARY MONUMENT OR ACCESSORY COMMITS A CLASS TWO (2)
EXHIBIT D—2 3 (dap, o MISDEMEANOR PURSUANT TO STATE STATUE 18-4-508, C.R.S.
PARCEL C: > o
A PORTION OF PARCEL NO. 9, DESCRIBED IN THAT DEED RECORDED IN BOOK 811 AT qbq‘s“ 4. NOTICE: ACCORDING TO COLORADO LAW YOU MUST COMMENCE ANY LEGAL ACTION BASED UPON
PAGE 194, LOCATED IN THE SOUTHEAST QUARTER OF SECTION 34, TOWNSHIP 3 A PORTION OF NO. 9, DESCRIBED IN THA TDEED RECORDED IN BOOK 811 AT PAGE * ANY DEFECT IN THIS SURVEY WITHIN THREE YEARS AFTER YOU FIRST DISCOVER SUCH DEFECT. IN NO
SOUTH, RANGE 70 WEST OF THE 6TH PRINCIPAL MERIDIAN, CITY OF GOLDEN, 194, LOCATED IN THE SOUTHEASST QUARTER OF SECTION 34, TOWNSHIP 3 SOUTH, EVENT MAY ANY ACTION BASED UPON ANY DEFECT IN THIS SURVEY BE COMMENCED MORE THAN TEN
JEFFERSON COUNTY, COLORADO, BEING DESCRIBED AS FOLLOWS: RANGE 70 WEST OF THE 6TH PRINCIPAL MERIDIAN, CITY OF GOLDEN, JEFFERSON YEARS FROM THE DATE OF CERTIFICATION SHOWN HEREON.
COUNTY, COLORADO BEING DESCRIBED AS FOLLOWS: =
5. STEWART TITLE GUARANTY COMPANY FILE NO. 16684, EFFECTIVE OCTOBER 14, 2015 AT 12:00
BEGINNING AT THE MOST WESTERLY CORNER OF THE LANDS DESCRIBED IN THAT DEED BEGINNING AT THE INTERSECTION OF THE EAST LINE OF SAID PARCEL NO.9 AND THE X AM., WAS ENTIRELY RELIED UPON FOR RECORDED RIGHT—OF—WAYS, EASEMENTS AND ENCUMBRANCES @
RECORDED AT RECEPTION NO. 93087038, ANO CONSIDERING THE NORTH UNE OF SAID 23;’;‘1*3'1-1*554 O;NEAECOEILSIEI:ZRD?A(I:S]EE?JT;S LTI:':: TF%EEBDEAT;ECS%TJ?’EED5):T21RE2%EPEEST N\?ﬂm A% . L IN' THE PREPARATION OF THIS SURVEY.
1 ¥ " s * ? " s po "
LANDS TO BEAR NOR TH 5421 27°EAST, WITH AIIBEARINGS CONTAINED HEREIN, ALL BEARINGS CONTAINED HEREIN. RELATIVE THERETO: THENGE ALONG SAID EASTT LINE ook % q 6. JEHN ENGINEERING, INC. HAS MADE NO INVESTIGATION OR INDEPENDENT TITLE SEARCH TO =
RELATIVE THERETO; THENCE ALONG THE EASTERLY LINE OF SAID PARCEL NO. 9, : ; » 3 <
N OF PARCEL NO. 9 ALONG A NON—TANGENT CURVE TO THE LEFT HAVING A DELTA OF - DETERMINE OWNERSHIP OF THIS TRACT OR TO VERIFY EASEMENTS RECORDED/UNRECORDED, o)
ALONG A NON—TANGENT CURVE TO THE LEFT, HAVING A DELTA OF 1°56'26, A RADIUS , : Golden Righ Schoo ENCUMBRANCES, RESTRICTIVE COVENANTS OR ANY OTHER FACTS THAT AN ACCURATE AND CURRENT
3'13'54”, A RADIUS OF 930.36 FEET, AN ARC OF 52.47 FEET, AND A CHORD WHICH ’
OF 930.36 FEET, AN ARC OF 31.51 FEET, AND A CHORD WHICH BEARS SOUTH - > O 590, - - , TITLE POLICY MAY DISCLOSE.
7259’54 EAST, 31.51 FEET; THENCE DEPARTING SAID EAST LINE, SOUTH e s B N T B e COROLE M ReoreTon M, aas oe 7. THIS SURVEY DOES NOT CERTIFY TO ANY SUBSURFACE FEATURES, IMPROVEMENTS, UTILITIES OR
74-33'41"WEST. 72.52 FEET TO THE EAST LINE OF THAT PARCEL DESCRIBED IN THE IHE’SE LASDSRTDESCREED INTTHlE DECI)-ZFD PRI;C(ERDE[C)} ATR R(;ECTE:HT 1ru.o.?”l-‘lvz;nT (mfé . @ 7 THIS SURVEY DOES NOT. , ,
DEED RECORDED IN BOOK 716 AT PAGE 188; THENCE NORTH 54’21'177EAST, 48.94 FEUT*CT% [')I“HFE;AEA[S‘(I'; SN'ED c::?STHkTNEARCELADESER|BEDQINST:AT [?EEE R?ECORSED' N 9
FEET TO THE POINT OF BEGINNING OF THIS DESCRIPTION, CONTAINING 610 SQUARE _ { 8. THIS SURVEY DOES NOT CONSTITUTE A TITLE SEARCH BY JEHN ENGINEERING, INC. TO DETERMINE
FEET, MORE OR LESS. BOOK 716 AT PAGE 188; THENCE ALONG SAIDEAST LINE, THE FOLLOWING TWO COURSES e P OWNERSHIP OF THIS TRACT OR TO THE COMPATIBILITY OF THIS DESCRIPTION WITH THAT OF ADJACENT
(1) NORTH 71°36’04” WEST,6.33 FEET; 68'39°04” WEST, 45.29 FEET TO SAID SOUTH 5 TRACTS, OR EASEMENTS OF RECORD.
EXHIBIT A—1 LINE OF PARCEL B; THENCE ALONG SAID SOUTH LINE, NORTH 54'21°27" EAST, 47.40 9. THIS SURVEY WAS PREPARED FOR THE EXCLUSIVE USE OF THE PARTIES NAMED IN THE
r PORTION OF THE FORD STREET RIGHT—OF—WA Y LOGATED IN THE SOUTHEAST FEET TO THE POINT OF BEGINNING OF THIS DESCRIPTION, CERTIFICATE HEREON. SAID CERTIFICATE DOES NOT EXTEND TO ANY UNNAMED PERSON OR ENTITY
—OF—= , WITHOUT AN EXPRESS RE—CERTIFICATION BY THE SURVEYOR NAMING SUCH PERSON OR ENTITY.
QUARTER OF SECTION 34, TOWNSHIP 3 SOUTH, RANGE 70 WEST' OF THE 6TH AS SURVEYED LEGAL DESCRIPTION:
PRINCIPAL MERIDIAN, CITY OF GOLDEN, JEFFERSON COUNTY, COLORADO, BEING TOGETHER WITH ANOTHER PORTION OF PARCEL 9 DESCRIBED AS FOLLOWS; 10. THIS SURVEY IS VALID ONLY IF PRINT HAS ORIGINAL SEAL AND SIGNATURE OF SURVEYOR.
DESCRIBED AS FOLLOWS: LOCATED IN THE SOUTHEAST 1/4 OF SECTION 34, TOWNSHIP 3 SOUTH, RANGE 70 WEST 6TH P.M. CITY OF GOLDEN, _
BEGINNING AT THE MOST WESTERLY CORNER OF THE LAQNDS DESCRIBED IN THAT DEED COUNTY OF JEFFERSON, STATE OF COLORADO AND BEING MORE PARTICULARLY DESCRIBED AS FOLLOWS: 11. DATE OF SURVEY — DECEMBER 7, 2015. P
BEGINNING AT THE MOST NORTHERLY CORNER OF THOSE LANDS DESCRIBED IN THE RECORDED AT RECEPTION NO. 93087038, AND CONSIDERING THE NORTH LINE OF SAID o
e BASIS OF BEARINGS: 12. ACCORDING TO THE FIRM FLOOD INSURANCE RATE MAP #08059C0277F, EFFECTIVE DATE 5
DEED RECORDED A T RECEPTION NO. F1221049, LOCATED ON THE WEST LANDS TO BEAR NORTH 54 °21 27" EAST, WITH ALL BEARINGS CONTAINED HEREIN, BEARINGS ARE BASED ON THE SOUTH LINE OF THE SOUTHEAST QUARTER OF SAID SECTION 34, BEING CONSIDERED TO BEAR FEBRUARY 5, 2014 FOR JEFFERSON COUNTY, COLORADO, AND INCORPORATED AREAS THIS PARCEL S
RIGHT—OF—WAY LINE OF FORD STREET, 88.0 FEET SOUTHERLY OF THE SOUTHERLY RELATIVE THERETO; THENCE ALONG THE EASTERLY LINE OF SAID PARCEL NO. 9, ALONG SOUTH 8954'00° EAST. A DISTANCE OF 2639 54 FEET BETWEEN THE FOLLOWING DESORIBED MONUMENTS: LIES WITHIN ZONE AE AND ZONE AO. ZONE AE BEING BASE FLOOD ELEVATIONS DETERMINED; THE 1% L
LINE OF TWENTY FOUR TH STREET, AND CONSIDERING THE NOR TH LINE OF THOSE A NON—TANGENT CURVE TO THE LEFT, HAVING A DELTA OF 1°56°26”, A RADIUS OF _SOUTH QUARTER CORNER SECTION 34 FOUND 2" ALUMINUM DISK IN CONCRETE PLS 7361 MATCHES MONUMENT RECORD ANNUAL CHANCE FLOOD (100—YEAR FLOOD), ALSO KNOWN AS THE BASE FLOOD, IS THE FLOOD THAT
LANDS DESCRIBED IN SAID DEED TO BEAR SOUTH 54"21'27"WEST, WITH ALL BEARINGS 930.36 FEET, AND ARC OF 31.51 FEET, AND A CHORD WHICH BEARS SOUTH 72°59'54” i HAS A 1% CHANCE OF BEING EQUALED OR EXCEEDED IN ANY GIVEN YEAR. THE SPECIAL FLOOD
CONTANED HEREIN, RELATIVE THERETO: THENCE DEPARTING SAID WEST RIGHT—OF—WAY TAST 3151 FEET. THENCE DEPARTING SAID EAST LINE SOUTH 7435417 WEST 7950 —SOUTHEAST CORNER SECTION 34 FOUND 2.5" BRASS DISK IN CONCRETE PLS 16099 MATCHES MONUMENT RECORD ON HAZARD AREA IS THE AREA SUBJECT TO FLOODING BY THE 1% ANNUAL CHANCE FLOOD. THE BASE
UNE. NORTH 54"21'27"EAST. 10.00 FEET: THENCE SOUTH 4B"22°57°EAST 46.24 FEET: » I ; ' FILE. FLOOD ELEVATION IS THE WATER—SURFACE ELEVATION OF THE 1% ANNUAL CHANCE FLOOD. ZONE AO
' Sf EAST 1Y ’ » TO ’ FEET TO THE EAST LINE OF THAT PARCEL DESCRIBED IN THE DEED RECORDED IN BOOK COMMENCING AT SAID SOUTH QUARTER CORNER; BEING FLOOD DEPTHS OF 1 TO 3 FEET (USUALLY AREAS OF PONDING): AVERAGE DEPTHS
THENCE SOUTH 54'21" 27°WEST, 20.00 FEET TO THE MOST EASTERLY CORNER OF 716 AT PAGE 188; THENCE NORTH 54°21°27” EAST, 48.94 FEET TO THE POINT OF THENCE NORTH 11°48'15” EAST, A DISTANCE OF 2,309.40 FEET TO THE POINT OF BEGINNING; DETERMINED. FOR AREAS OF ALLUVIAL FAN FLOODING, VELOCITIES ALSO DETERMINED; THE 1% ANNUAL
THOSE LANDS DESCRIBED IN SAID DEED; THENCE ALONG SAID WEST RIGHT—OF—WAY BEGINNING OF THIS DESCRIPTION, THENGE NORTH 45'41'57" WEST. A DISTANCE OF 12.48 FEET CHANCE FLOOD (100—YEAR FLOOD), ALSO KNOWN AS THE BASE FLOOD, IS THE FLOOD THAT HAS A
LINE NORTH 35°53'33” WEST, 45.10 FEET TO THE POINT OF BEGINNING OF THIS e ' : ’ 1% CHANCE OF BEING EQUALED OR EXCEEDED IN ANY GIVEN YEAR. THE SPECIAL FLOOD HAZARD
DESCRIPTION, CONTAINING 676 SQUARE FEET, MORE OR LESS THENCE NORTH 54'38'03" EAST, A DISTANCE OF 279.57 FEET; AREA IS THE AREA SUBJECT TO FLOODING BY THE 1% ANNUAL CHANCE FLOOD. THE BASE FLOOD
COUNT OF JEFFERSON, STATE OF COLORADO THENCE SOUTH 35°36'56" EAST, A DISTANCE OF 88.00 FEET; ELEVATION IS THE WATER—SURFACE ELEVATION OF THE 1% ANNUAL CHANCE FLOOD.
EXHIBIT A—2 [PARCELS D AND E: THENCE NORTH 5438 03 EAST, A DISTANCE OF 10.00 FEET; 13. THIS SURVEYOR IS UNAWARE OF ANY PROPOSED CHANGES IN STREET RIGHT OF WAY LINES. NO
A PORTION OF THE FORD STREET RIGHT—OF—WA Y LOCATED IN THE SOUTHEAST THENCE SOUTH 48°06°08" EAST, A DISTANCE OF 77.55 FEET; EVIDENCE OF RECENT STREET OR SIDEWALK CONSTRUCTION OR REPAIRS WERE OBSERVED.
THENCE ALONG A NON TANGENT CURVE TO THE LEFT, HAVING A RADIUS OF 97.50 FEET, A CENTRAL ANGLE OF 47°11'30",
QUARTER OF SECTION 34, TOWNSHIP 3 SOUTH, RANGE 70 WEST OF THE 6TH . . WHOSE CHORD BEARS SOUTH 22'40°35” WEST A DISTANCE OF 78.06 FEET, FOR AN ARC LENGTH OF 80.31 FEET; 14. THIS SURVEYOR IS UNAWARE OF ANY WETLAND AREAS.
PRINCIPAL MERIDIAN, CITY OF GOLDEN, JEFFERSON COUNTY, COLOR ADO, BEING A TRACT OF LAND LOCATED IN NW % OF THE SE J4 OF SECTION 34, TOWNSHIP 3 o ’ '
DESCRIBED AS FOLLOWS: SOUTH, RANGE 70 WEST OF THE 6TH P.M., MORE PARTICULARLY DECRIBED AS FOLLOWS, THENCE SOUTH 49°02'26" WEST, A DISTANCE OF 15.06 FEET: 15. JEHN ENGINEERING ASSUMES NO RESPONSIBILITY FOR EXISTING UTILITY LOCATIONS. THE UTILITIES
: . .y 212" . SHOWN ON THIS DRAWING HAVE BEEN PLOTTED FROM OBSERVED EVIDENCE ONLY. IT IS, HOWEVER
: THENCE NORTH 84'13'39” WEST, A DISTANCE OF 73.38 FEET: . -
BEGINNING AT THE MOST NORTHERLY CORNER OF THOSE LANDS DESCRIBED IN THE TO WIT: BEGINNING AT A POINT WHICH IS 90 FEET SOUTHERLY FROM THE SOUTHERLY e THE DEVELOPERS RESPONSIBILITY TO FIELD VERIFY THE LOCATION OF ALL UTILITIES PRIOR TO THE
DEED RECORDED AT RECEPTION NO.93087038, LOCATED ON THE WEST RIGHT—OF—WAY LINE OF 24 STREET IN THE CITY OF GOLDEN AND 42.65 FEET WESTERLY FROM THE THENCE SOUTH 74°50°17" WEST, A DISTANCE OF 72.52 FEET; COMMENCEMENT OF ANY CONSTRUCTION
: g CENTER LINE OF SAID FORD STREET PRODUCED; A DISTANCE OF 42.1 FEET, THENCE AT c1a'oR” . ’ z|z
LINE OF FORD STREET, 133.1 FEET SOUTHERLY OF THE SOUTHERLY LINE OF TWENTY RIGHT ANGLES WESTERLY, A DISTANCE OF 133.34 FEET TO THE NORTHEASTERLY LINE THENCE NORTH 71°19 28 " WEST, A DISTANCE OF 6.35 FEET; O a T|T
FOURTH STREET, AND CONSIDERING THE NORTH LINE OF THOSE LANDS DESCRIBED IN OF THE RIGHT OF WAY OF THE DENVER AND INTERMOUNTAIN RALWAY COMPANY, THENCE |/ CNCE NORTH 68'22°28" WEST, A DISTANCE OF 45.29 FEET, N I e
SAID DEED TO BEAR 54”21°27"WEST, WITH ALL BEARINGS CONTAINED HEREIN, RELATIVE ALONG THE NORTHEASTERLY LINE OF SAID RIGHT OF WAY TO A POINT WHICH IS 90 THENCE NORTH 79'00°57” WEST, A DISTANCE OF 42.96 FEET: W o S -
THERETO; THENCE DEPAR TING SAID WEST RIGHT—OF—WAY LINE, NORTH 54721'27" FEET DISTANCE FROM THE SOUTHERLY LINE OF SAID 24TH STREET MEASURED ATR RIGHT THENCE NORTH 77°31'57” WEST, A DISTANCE OF 62.92 FEET TO THE POINT OF BEGINNING. TO: égE[?EbliLgmNT Lo ~ 2= N P
EAST, 20.00 FEET:; THENCE SOUTH 48.22'57"EAST, 31.31 FEET; THENCE ALONG A ANGLES THERETO: THENCE EASTERLY TO THE POINT OF BEGINNING, COUNTY OF CONTAINING 38,696 SQUARE FEET OR 0.888 ACRES, MORE OR LESS. L . o|% NFYES a
NON—TANGENT CURVE TO THE LEFT, HAVING A DELTA OF 16"27'06", A RADIUS OF JEFFERSON, STATE OF COLORADO. =lo % " © Z é >
97.50 FEET, AN ARC OF 28.00 FEET, AND A CHORD WHICH BEARS SOUTH 37°45'38" THIS IS TO CERTIFY THAT THIS MAP OR PLAT AND THE SURVEY ON WHICH IT IS BASED WERE MADE H z =z 2’ E ol= 8
WEST, 27.90 FEET TO SAID WEST RIGHT—OF—WAY LINE; THENCE ALONG SAID IN ACCORDANCE WITH THE 2011 MINIMUM STANDARD DETAIL REQUIREMENTS FOR ALTA/ACSM LAND I xlo <|\Ww|x|x
N TOGETHER WITH: THIS SURVEY DOES NOT CONSTITUTE A TITLE SEARCH BY JEHN ENGINEERING, INC., TO DETERMINE OWNERSHIP TITLE SURVEYS, JOINTLY ESTABLISHED AND ADOPTED BY ALTA AND NSPS, AND INCLUDES ITEMS 1, 2, »|S|lajo| |08]|a|a|o
RIGHT—OF—WAY LINE. NORTH 35.53'33"WEST, 38.51 FEET TO THE POINT OF BEGINNING OR EASEMENTS OF RECORD, FOR ALL INFORMATION REGARDING EASEMENT, RIGHT—OF—WAY AND TITLE OR 3 4 5 7A 8 9 11A 13 16 AND 18 OF TABLE "A" THEREOF
OF THIS DESCRIPTION, CONTAINING 802 SQUARE FEET, MORE OR LESS. A TRACT OF LAND IN THE NW % IF THE SE % OF SECTION 34, TOWNSHIP 3 SOUTH, RECORD, JEHN ENGINEERING, INC. RELIED UPON TITLE COMMITMENT FILE NO. 16684, EFFECTIVE DATE OF POLICY: THE 'FIELD WORK WAS GOMPLETED ON 12/07/15 : —
RANGE 70 WEST OF THE 6TH P.M., MORE PARTICULARLU DESCRIBED AS FOLLOWS: OCTOBER 14, 2015 AT 12:00 A.M. PREPARED BY STEWART TITLE GUARANTY COMPANY, DATE OF PLAT OR MAP: 12/10/2015 : @)
NOTE: LEGAL DESCRIPTION DOES NOT APPEAR TO CLOSE TO THE POINT OF BEGINNING AT THE INTERSECTION OF SOUTHERLY LINE OF 24TH STREET AND THE g}g'ﬁeiﬁgzgRT;NB"A;EgERSB%EgT cTé)NTTATSEEEm"ST’HEPR%’E'C?@%@CF?E’EQQEE% lﬁg%DLIJT'&OEh[\I%S’RESTRICTIONS,M —
BEGINNING. CENTER LINE OF FORD STREET EXTENDED, CITY OF GOLDEN, STATE OF COLORADO; ' : o
THENCE SOUTH 54°33'55” WEST ALONG SAID SOUTHERLY LINE OF 24TH STREET, 42.65 ROBERT HENNESSY o
LEGAL DESCRIPTION (CONTINUED): FEET TO A POINT; THENCE SOUTH 35'41°05’ EAST PARALLEL WITH SAID CENTER LINE OF —INDICATES THE EXCEPTION NUMBER WITH SCHEDULE B-2 OF THE ABOVE MENTIONED TITLE REGISTERED COLORADO LAND SURVEYOR NO. 34580 8
FIORD STREET EXTENDED, 88.0 FEET TO THE TRUE POINT OF BEGINNING; THENCE OMMITMENT. FOR AND ON BEHALF OF JEHN ENGINEERING, INC. A
EXHIBIT A CONTINUING SOUTH 35°41°05’ EAST 2.0 FEET TO A POINT, THENCE SOUTH 54°33'55” 8. ANY AND ALL UNPAID TAXES AND ASSESSMENTS. A TAX CERTIFICATE HAS BEEN ORDERED. 0O
ATTACHED TO AND MADE A PART OF COMMITMENT NO 16684 EAST 127.35 FEET TO THE TRUE POINT OF BEGINNING, COUNTY OF JEFFERSON, STATE NOT A SURVEY ISSUE. B
PARCEL A: OF COLORADO. =
’ 9. TERMS, CONDITIONS, STIPULATIONS AND OBLIGATIONS AS CONTAINED IN INSTRUMENT, RECORDED JUNE 10, 1953 AT RECEPTION , o)
A TRACT OF LAND IN THE NORTHWEST % OF THE SOUTHEAST % OF SECTION 34, NO. 551799. CLERK AND RECORDER'S CERTIFICATE: L] O
TOWNSHIP 3 SOUTH, RANGE 70 WEST OF THE 6TH P.M., MORE PARTICULARLY TOGETHER WITH: DOES NOT AFFECT THE SUBJECT PROPERTY. — _
DESCSRIBERD A SBEGINNING AT A POINT ON THE SOUTHERLY LINE OF 24TH STREET IN BEGINNING AT A POINT WHICH IS SITUATE 132.1 FEET SOUTHERLY FROM SOUTHERLY RECEPTION NUMBER °8 1
THE VCITY OF GOLDEN, COLORADO, WHICH POINT IS S 54°33’55” W, A DISTANCE OF LINE OF 24TH STREET IN THE CITY OF GOLDEN AND 42.65 FEET WESTERLY FROM THE 10. TERMS, CONDITIONS, STIPULATIONS AND OBLIGATIONS AS CONTAINED IN DEED, RECORDED FEBRUARY 15, 1957 AT RECEPTION -
42.65 FEET FROM THE CENTER LINE OF FORD STREET EXTENDED, IN SAID CITY OF CENTER LINE OF FORD STREET IN THE CITY OF GOLDEN PRODUCED AND EXTENDIN NO. 670980. ACCEPTING FOR FILING IN THE OFFICE OF THE CLERK AND RECORDER OF JEFFERSON COUNTY, AT GOLDEN o ;
GOLDEN, AND WHICH POINT IS THHE TRUE POIN T OF BEGINNING; THENCE S 54'33'SS” GWESTERLY AT RIGHT ANGLES TO THE CENTER LINE OF FORD STREET 133.34 FEET TO DOES NOT AFFECT SUBJECT PROPERTY. COLORADO , <C <
W, ALONG SAID SOUTHERLY LINE OF 24TH STREET, 127.35 FEET TO A POINT; THENCE S THE NORTHEASTERLY LINE OF RIGHT OF WAY OF THE DENVER AND INETRMOUNTAIN ON THIS DAY OF 2015 AT 0'CLOCK. > 8
35'41°05” E, PARRELLEL WITH SAID EXTENDED LIN EOF FORD STREET, 88.00 FEET TO A RAILWAY CO.; THENCE EXTENDING SOUTHEASTERLY ALONG THE NORTHEASTERLY LINE OF 11. TERMS, CONDITIONS, ~STIPULATIONS AND OBLIGATIONS AS CONTAINED IN EASEMENT, RECORDED JUNE 29, 1988 AT RECEPTION >
POINT; THENCE N 54'33'55” E, PARALLEL WITH SAID SOUTHERLY LINE OF 24TH STREET, SAID RIGHT OF WAY203.01 FEET TO A POINT WHICH IS 42.65 FEET WESTERLY FROM NO. 88063298. }_ _
127.35 FEET TO A POINT : THENCE N 35°41°C5" W. 88.00 FEET TO THE TRUE POINT THE CENTER OF FORD STREET PRODUCED; THENCE EXTENDING NORTHEASTERLUY DOES NOT AFFECT SUBJECT PROPERTY. SERFERSON COUNT CLERK AND RECORDER — }_ = %)
OF BEGINNING. COUNTY OF JEFFERSON. STATE OPF COLORADO PARALLEL TO THE CENTER LINE OF FORD STREET PRODUCED 152.8 FEET TO THE e = 5 N
' ' : POUIJNT OF BEGINNING, COUNTY OF JEFFERSON, STATE OF COLORADO =
12. TERMS, CONDITIONS, STIPULATIONS AND OBLIGATIONS AS CONTAINED IN DEED, RECORDED JANUARY 20, 2009 AT RECEPTION NO. e = 8
2009004586. BY: DEPUTY CLERK ENG'"EER'NG J— O
TOGETHER WITH THOSE PORTIONS OF LAND VACATED BY THE CITY OF GOLDEN BY DOES NOT AFFECT SUBJECT PROPERTY. N < 5
ORDINACE NO. 1777 RECORDED MARCH 5, 2009 AT RECEPTION NO. 2009019790. 5690 WEBSTER STREET . T s A
13. TERMS, CONDITIONS, STIPULATIONS AND OBLIGATIONS AS CONTAINED IN ORDINANCE NO. 1777, RECORDED MARCH ARVADA.COB0002Z = 5 0 . _
5, 2009 AT RECEPTION NO. 2009019790 PH. (303) 423-6036 FAX (303) 467-9438 TS oo )
' NSNS J:\2176\215—130\SURVEY\ALTA\5130 ALTA.DWG 3 W lygd
AFFECTS THE SUBJECT PROPERTY AND IS GRAPHICALLY SHOWN. > = x
o [ I




FOSSIL POINT >
q
SITE DEVELOPMENT PLAN =
r
JACKSON STREET - FORD STREET -24TH STREET [E
LOCATED IN THE SOUTHEAST 1/4 OF SECTION 34 M=
TOWNSHIP 3 SOUTH, RANGE 70 WEST 6TH P.M. ¥
CITY OF GOLDEN, COUNTY OF JEFFERSON, STATE OF COLORADO WS
A.L.T.A./ ASCM LAND TITLE SURVEY: EXISTING SITE \
PAGE 3 OF 13
A.L.T.A./ACSM LAND TITLE SURVEY :
LOCATED IN THE SOUTHEAST 1/4 OF SECTION 34, %g;
TOWNSHIP 3 SOUTH, RANGE 70 WEST 6TH P.M. S 855
CITY OF GOLDEN, COUNTY OF JEFFERSON, STATE OF COLORADO g_) =)
< DN
SHEET 2 OF 2 L] Z%z
X w3
OS .
T
W S=
(08 e
3
"'\-\ - \
%\ N\ LEGEND -
G, N @O% A AN o
S, D —O~  STREET SIGN N
C j % \ - O DECIDIOUS TREE e
& 3 \ N ,@’ ELEC POWER POLE e
| \ 1:_) SSLI?‘?ERTI\EI;EEVELL
N N . <] WATER VALVE
. __ o &5 CONIFEROUS TREE
] THOSE PARCELS DESCRIBED BY ® COMM MANHOLE
ORDINANCE NO 1777 B2 FLOW LINE INLET
H HANDICAP RAMP
| CONCRETE
FOUND SECTION z
@ CORNER AS o
DESCRIBED HEREON %)
O SET EITHER #5X18” REBAR é
AND YELLOW PLASTIC CAP PLS
34580 OR 1” BRASS DISK PLS
34580
CURB & GUTTER
g TRAFFIC BARRICADE
CIE-IAIN LINK_FENCE
~ CURB FLOW LNE
OVERHEAD ELECTRIC
A=47"11 :30" OE
5:3535? SECTION LINE
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-
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FOSSIL POINT o
— z
SITE DEVELOPMENT PLAN =
Z >
ACKSON STR ORD STR 2 STR o
JACKSON STREET - F D STREET -24TH STREET _9
LéJ - ¢
LOCATED IN THE SOUTHEAST 1/4 OF SECTION 34 2 7
TOWNSHIP 3 SOUTH, RANGE 70 WEST 6TH P.M. oo :
CITY OF GOLDEN, COUNTY OF JEFFERSON, STATE OF COLORADO
EXISTING MATURE TREES
REMOVE O
RELOCATE EXISTING CURB AT TO REMAIN 2410 FORD STREET = Z
PORTABLE BUILDING DEMOLISH EXISTING A A (MC 18.40.222 (1)(1)) BUILDING "3
OFFSITE 25
REMOVE CURB AND BRING INTO REMOVE Oz
CHAIN LINK EXISTING OVERHEAD QHSE‘M/ETNTZZVT'}IHA%'SF%NR% (R)EggviND SUTTER 5400 FORD STREET a ok
LIGHT POLE TO REMAIN . BUILDING GO
FENCE (REF: SITE PLAN, 1/SHT 5) RE: CIVIL S S L
N 8 _Imm
REMOVE W
RELOCATE INLET 2 . D
(REF: UTILITY PLAN, WOODEN PLANTER S o | > <3
1/SHT 6) = =" T
REMOVE 0 | XSS
2400 FORD STREET o 4
EﬁggviND GUIFER BUILDING O B
"5
REMOVE RE C|V|L ————— LIJ %Z
CURB AND GUTTER = Mnes
RE: CIVIL B
RELOCATE EXISTING MATURE TREE & 2
PORTABLE BUILDING 10 REMAIN O
OFFSITE (MC 18.40.222 (1)(1))
REMOVE DEBRIS EXISTING SITE
SCALE: LOOKING SOUTH
EXISTING SITE EXISTING MATURE TREE
A TO REMAIN
SCALE: JACKSON STREET (MC 18.40.222 (1)(1))
LOOKING NORTHEAST
REMOVE REMOVE
TREE 2410 FORD STREET EXISTING MATURE TREES
BUILDING TO REMAIN
; (MC 18.40.222 (1)(1))
>_
om
REMOVE W
CHAINLINK -
FENCE 5
EXISTING -~
OVERHEAD UTILITY 5 7.
z »
POLE TO REMAIN /// =
EXISTING SITE Google satin
SCALE: JACKSON &L%gTKI-llNgTIEESETF o
EXISTING SITE
SCALE: LOOKING WEST | &
REMOVE TREE %)
>
RELOCATE ¢
PORTABLE BUILDING
OFFSITE
REMOVE
6" WOODEN
EXISTING PRIVACY FENCE
TRAFFIC BARRICADE  EXISTING MATURE TREE REMOVE
TO REMAIN TO REMAIN DEAD TREE
(MC 18.40.222 (1)(1))
N)
" 3 |o| |32
w '5 T
REMOVE DEBRIS Ol |slz| |© S
A BRHEENEHE
EXISTING SITE = Olz|z|U
O w ..
SCALE: LOOKING NORTHEAST , e EE: NI
REMOVE GARAGE nis0on 0|0ja|o
REMOVE DEBRIS
REMOVE GARAGE o
REMOVE GARAGES E
REMOVE EXISTING SITE )
PORTABLE BUILDING G
SCALE: LOOKING EAST 3
EXISTING p
TRAFFIC BARRICADE <
TO REMAIN > >
EXISTING MATURE TREE EXISTING MATURE TREE —/ REMOVE REMOVE EXISTING REMOVE REMOVE REMOVE EXISTING MATURE TREE REMOVE REMOVE S L
TO REMAIN TO REMAIN CURB AND GUTTER TREE TRAFFIC BARRICADE DEAD GARAGE GARAGE TO REMAIN 2414 FORD STREET 6' WOODEN o
(MC 18.40.222 (1)(1)) (MC 18.40.222 (1)(1)) RE: CIVIL TO REMAIN TREE (MC 18.40.222 (1)(1)) BUILDING PRIVACY FENCE o <
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PRIVACY FENCE é Z
O
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J o o
20 0 10 20 4 L —
B — =2 B I
= S
REMOVE DEBRIS SCALE: "= 20 O pd T
al <C
_ T Z
EXISTING SITE SITE PLAN — EXISTING TO REMAIN & DEMOLITION ; EXISTING SITE O LS
Lol 1
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24TH ST. between FORD & JACKSON ST.
Looking West

| EXISTING CONDITIONS |

% —_— —_— _-@‘_- — e —

e ——:-?'
VEHICULAR LANES I

NO SIDE WALK
44' STREET WIDTH

NO SIDE WALK

| RECOMMENDED CONDITIONS |

e T_—‘__

BIKE
LANE

5

AMENITY ZONE 1 PARKING
LANDSCAPE AREA, SIDEWALKS

14 6

BIKE
LANE

§

PARKING AMENITY ZONE
LANDSCAPE AREA, SIDEWALKS

14

s | @
@24TH ST. — EXISTING AND RECOMMENDED CONDITIONS

SCALE: CENTRAL NEIGHBORHOOD PLAN 3.2.3.B
PLANNING COMMISSION RESOLUTION NO PC11-32 —— CITY COUNCIL RESOLUTION NO 2179

6

INTERCONNECTED BIORETENTION AREAS
ALONG 24TH STREET COLLECT
STORMWATER RUNOFF FROM

BUILDING ROOF AND SIDEWALK

(REF: CIVIL DRAINAGE REPORT

& DRAINAGE MAP, BASINS B1 & B2)

CANOPY TREES &

SEAT WALLS ALONG

24TH STREET SIDEWALK
WHERE PEOPLE MAY GATHER
(MC 18.40.850.1.q) BIORETENTION AREAS AND
SEAT WALLS ALONG

24TH STREET SIDEWALK, TYP.

BUILDING SITED ADJACENT
WIDE SIDEWALK & LANDSCAPED
AMENITY ZONE TO CREATE

A PEDESTRIAN FRIENDLY
NEIGHBORHOOD CENTER

(MC CNP 3.2.3.C)

STREETSCAPE
ELEVATION

i
paues

NO NEW TREES OR
BUSHES PLANTED
WITHIN 10" OF
SANITARY SERVICE

BICYCLE RACK
FOR FIVE (5) BICYCLES

EXISTING
OVERHEAD UTILITY
POLE TO REMAIN

NO NEW TREES OR
BUSHES PLANTED
WITHIN 10" OF
EXISTING WATER MAIN

EASEMENT FOR
EXISTING WATER MAIN
REF: UTILITY PLAN
SHEET 6

PERMEABLE PAVEMENT
@ PLAZA, TYP.

PLAZA OPENS UP TOWARD
PUBLIC SIDEWALK, AND IN PLAIN
WEW OF SIDEWALK. INCLUDES
PRVBERS, AND LOW SEAT AND

YPLANKERWALLS FOR INFORMAL

NEW CURB EXTENSION
SIZED TO CREATE

A 6 PARKING LANE
(CNP 3.2.3.B)

SEATI

BUILDING
LANDSCAPING DESIGNED=<F&-NU
CREATE ISOLATED AREAS \ FLEVATION

NOT VISIBLE FROM SIDEWALK \
(MC 18.40.850.1.b & CNP 3.2.3.G)

(NOTE: EXISTING MATURE CONIFER | 0 BE-SCREENED BY
TREE MIGHT NEED TO BE LANDSTARING
\Tlfs'l“"B“l"L?Y)To INCREASE (MC 18.40.250.1.3
CONC. PICNIC TABLE PLAZA SEAT WALLS —

PROVIDES PERMANENT PROVIDE PERMANENT EXISTING MATURE TREES
OUTDOOR SEATING OUTDOOR SEATING TO REMAIN

(MC 18.40.830.1.)) (MC 18.40.830.1.)) (MC 18.40.222 (1)())

FOSSIL POINT

SITE DEVELOPMENT PLAN
JACKSON STREET - FORD STREET - 24TH STREET

LOCATED IN THE SOUTHEAST 1/4 OF SECTION 34
TOWNSHIP 3 SOUTH, RANGE 70 WEST 6TH P.M.
CITY OF GOLDEN, COUNTY OF JEFFERSON, STATE OF COLORADO

SITE PLAN
PAGE 5 OF 13
NEW CURB ALIGNS EXISTING CURB AT
WITH ADJACENT NEW 24TH AND FORD

CURB EXTENSION (SOUTHWEST) &
EXISTING CURB AT

24TH AND FORD (NORTHEAST)

RELOCATED STORM INLET
(REF: UTILITY PLAN, SHT 6)

BUILDING
47 ELEVATION

PARKING AREA 4/ DECIDUOUS ACCENT

/ AT REAR OF BUILDING / TREES SELECTED FOR
INTERIOR OF SITE FALL COLOR

(

(CNP 3.2.3.C & 3.2.3.F) MC 18.40.850.2.A)

FORD STREET
BIORETENTION AREA COLLECTS
STORMWATER RUNOFF FROM
ASPHALT PARKING AREA

SIDE & REAR OF BUILDING
(REF: CVIL DRAINAGE REPORT
& DRAINAGE MAP, BASINS AT,
A2, & A3)

PERMEABLE PAVEMENT
PARKING SPACES, TYP.

EXISTING MATURE TREE

T0 REMAIN
(MC 18.40.222 (1)(1))

PERMEABLE PAVEMENT EXISTING MATURE TREE gEEE,S_:NA':,%RiTNR: E,;\SREA
PARKING SPACES, TYP. 70 REMAIN
WHILE MAINTAINING
(MC 18.40.222 (1)(1)) SIGHT TRIANGLE @

JACKSON STREET &
ROUNDABOUT INTERSECTION

(MC 18.40.850.2.B)

SITE PLAN

SCALE: 1" = 20'-0"

TRASH ENCLOSURE
FOR TRASH AND RECYCLING
SITED FOR TRUCK ACCESS

(MC 18.40.250.1)

TREES, SHRUBS,

AND BIORETENTION AREA SCREEN
PARKING AREA FROM
WESTBOUND TRAFFIC ON

FORD STREET (MC 18.40.221.B)

EXISTING MATURE TREE
TO REMAIN

(MC 18.40.222 (1)(1))

N\ EVERGREEN SHRUBS

>l
/’ AND TREES SCREEN
PARKING AREA FROM

WESTBOUND TRAFFIC ON
SOUTH GOLDEN ROAD

(MC 18.40.221.B &
18.40.850.2.B)

SCALE: 1"= 20°

FOSSIL POINT - SITE DATA

SITE INFO
SITE AREA 41,943 SF 0.963 AC
BUILDING COVERAGE 10,002 SF 0.230 AC
PARKING LOT COVERAGE 19,111 SF 0.439 AC
PARKING LOT LANDSCAPE AREA 1,998 SF 0.046 AC
TOTAL LANDSCAPE AREA COVERAGE 8,247 SF 0.189 SF
FOSSIL POINT - OPEN SPACE
SITE INFO
SITE AREA 41,943 SF 0.963 AC
OPEN SPACE 12,829 SF 0.295 AC
OPEN SPACE, MINIMUM REQUIRED, S
AS A % OF TOTAL SITE et
OPEN SPACE, PROVIDED, 0,59

AS A % OF TOTAL SITE

' OFFICE/RETAIL (UP TO THREE ACRES): 25 PERCENT (MC 18.40.232(1)(B))

FOSSIL POINT - PARKING DATA

SITE INFO REQUIRED | PROVIDED
LEVEL 1 — COMMERCIAL SPACE 1 i

(6,148 SF) * (1/350) = 17.57

LEVEL 1 — COMMERCIAL SPACE 2 1

(3,340 SF) * (1/350) = 9.54 10

LEVEL 2 — MULTIFAMILY RESIDENTIAL, 13 UNITS, ,

(EA. UNIT < 800 SF) = 13 13

LEVEL 3 — MULTIFAMILY RESIDENTIAL, 6 UNITS, .

(EA. UNIT < 800 SF) = 13 6

TOTAL PARKING SPACES REQUIRED 47

TOTAL ON SITE PARKING SPACES PROVIDED 47

' COMMERCIAL. ONE PARKING SPACE FOR EACH THREE HUNDRED FIFTY SQUARE

FEET (MC 18.36.025.2)

2 MULTIFAMILY RESIDENCE. FOR MULTIFAMILY DWELLINGS NOT GREATER THAN

800 SQUARE FEET GROSS FLOOR AREA, AND CONTAINING NOT MORE THAN ONE

BEDROOM, EACH DWELLING UNIT SHALL BE PROVIDED WITH ONE PARKING

SPACE.
(MC 18.36.025. (1) B)

GENERAL LANDSCAPE

NOTES

1. STREET TREES:

ALL DECIDUOUS TREES TO BE 2-1/2" CALIPER, MIN. (MC 18.40.222.D.1); NEW

EVERGREEN TREES TO BE A MINIMUM OF 6’ IN HEIGHT (MC 18.40.222.D.2).

2. LANDSCAPING:

LANDSCAPE SHALL BE COMPRISED OF A MINIMUM OF 50% XERIC SPECIES BY

AREA, DESIGNATED BY GOLDEN’S "RECOMMENDED PLANT LIST” AND SHALL USE

MULCH TO RETAIN SOIL MOISTURE. (MC 18.40.222
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FOSSIL POINT o
=
SITE DEVELOPMENT PLAN =
=
o FIE
Rl 58@
wa R
JACKSON STREET - FORD STREET -24TH STREET =B
< EES
= EEE
LOCATED IN THE SOUTHEAST 1/4 OF SECTION 34 w EEE
TOWNSHIP 3 SOUTH, RANGE 70 WEST 6TH P.M.
CITY OF GOLDEN, COUNTY OF JEFFERSON, STATE OF COLORADO
N \
\ \ - o
N\ \ s d ¢ =
\\ \ pid (f)((_g
\ - UTILITY LEGEND | (9z5
A\ S 7 o =2 Ll
N\ (=} L x
<
\ 6 EXISTING WATER LINE = g 92N
{8\ 5 ~ Sy
N \ % \ e EXISTING SANITARY LINE — B — | O uﬁ%
» Q e / S E’ roN
\ | N ~ \ FIRE HYDRANT - - Ll | > 258
- S < g woss
e -
) /é/ /‘v/ Pt 7 TYPE "K" COPPER WATER ve 5| XSes
a4 o D_f
e CONNECT PROPOSED 18” SERVICE W/METER 2| O3,
_ yd RCP TO EXISTING STORM EXISTING FIRE HYDRANT % LL Q:Q
O MH © INV=5737.6 6" PVC SANITARY s z| Ws=
P / | SEWER SERVICE m-s
Py P ABANDON EXISTING 3 =
REMOVE EXISTING STORM Y/ WATERLINE AT MA 6" PVC UNDER DRAIN ) ©
S PER CITY STANDARD ——— ()
DRAIN AND BLOCK HOLE X\/{,y < O\
IN EXISTING STORM MH (DX N\ DETAL # ABND. N
7 7 BXSTNG 12" N = * UNDERE
T sToR DRA|N/7%/:;?:—§‘ P T O o actRAIN 10 PROPOSED STORM DRAIN —
e o o4 = \ BEEENR
P - "R 6 40% X N \¢< 6" CLEANOUT N
s ~ ) } - / X y A W\
" _CONNECT 6" UNDERDRAIN TO % O EXISTING STORM DRAIN S N
Pd NEL@W=57400 /- 7 p;
7 v / 2 o4
- X7 U.E= UTILITY EASEMENT
// A v /// %
~ %% ’ REMOVE
- /Q;‘ ABEGN SOLD 6 N\ P LK ExsTNG 5 _
~ /Qg/ PVC TO INLET 2 25 IYPE R INLET o |58
s " yd 4 7 N
4«\ - 6" CLEANOUT * s SIS
b e 1] " PROPOSED 5 NOTES < |9l
€V - f‘ TYPE R INLET o DX
1. PROVIDE 4 X 4 MARKER POST AT ENDS OF WATER SERVICES, SANITARY N
e SEWER SERVICES AND CONDUIT ENDS. PAINT MARKER POST BLUE AT
P WATER LINE SERVICES, GREEN AT SANITARY SEWER SERVICES, ORANGE
AT CONDUIT ENDS AND LABEL WATER, SANITARY OR CONDUIT.
PROPOSED 2. ALL WATER SERVICES SHALL BE TYPE "K” COPPER.
R.O.W. 3. ALL SANITARY SERVICES SHALL BE PVC. 2
4. FIRE LINES SHALL BE DIP. & |
W |5
Ol=
Lol
L
- ol
S
\\ ~ S~ _ o| =
N\ ) -~ \\f = ®) Ll | <C
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\ N P P NaVAY 6” CLEANOUT rANELE A @ INSR\ 7, === 33
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PERMEABLE PAVEMENT AND
LEVELING COURSE (IF APPLICABLE)
DEPTH DEPENDENT ON TYPE

6” MIN. RESERVOIR

(AASHTO #57 OR #67)

s /s S, s s /s S, s
s ‘S, ‘S, s s ‘S s s s
Z // g // L // gs // s // L // s // s // e

7 7
s s 7
(PRI

N

—

SEPARATOR FABRIC —é 0 /
IF NEEDED FOR MATERIAL = 1 6" FILTER MATERIAL
COMPATIBILITY. TO BE 2 12" MEETING TABLE PPS—1

DETERMINED BY A
GEOTECHNICAL ENGINEER

UNDERDRAIN MEETING
TABLE PPS-2

FOSSIL POINT
SITE DEVELOPMENT PLAN
JACKSON STREET - FORD STREET - 24TH STREET

LOCATED IN THE SOUTHEAST 1/4 OF SECTION 34
TOWNSHIP 3 SOUTH, RANGE 70 WEST 6TH P.M.
CITY OF GOLDEN, COUNTY OF JEFFERSON, STATE OF COLORADO

GRADING PLAN

PERMEABLE PAVEMENT PAGE 7 OF 13
PARTIAL INFILTRATION SECTION \ N _
AN \ -
AN \ e d
\ \ P s
. \ \ -
=| \ ~__~
) (@] =
ol +15' BIORETENTION AREA—Sy - \
S : 5 MATCH EXISTING AN
g —~ VARIES —lR.O.W. VARlES'é— TOP OF CURB \ e
(@) //
> | = EXISTING CURB N S
= o ' % AND GUTTER \ Pad
o IAr'\ MA Py~
FLOWLINE JAS y ] i
5%10% / PERPLAN __—  L_-2__ ! y RO
— Y
S— A— ~ /
EDGE OF PAVEMENT | ) ( 4
BIORETENTION SECTION - I
PER USDCM T-3 Prd PROPOSED | -
) % CURB RAMP \ '\
6" SLOTTED d \
UNDERDRAIN ) REMOVE E&TING
BIORETENTION CURE RANAN
) 574 y EXPOSE 6" QF\PROPOSED WALK TO
SECTION A-A - 2 NOT EXCEED 3 N\ADJACENT SLOPE
// \\\
N.T.S. P \
- FL/TOG A AREN
- MOUNTABLE CURB \
P : 5743
\
\
N
AR
\\\
<X
AR
MATCH TOP NN
o BACK OF CURB NN
Pid 4376 AN
s FL/TOC o) NN
) AN
g b:‘?‘ 4~ 7" STEPS e Oure A \\\\\
P — X 44,09 N
Vv AN T 46.33 \\\\\FL/ O BORETENTION AREAS
TOW/Fe SEE DETAIL 0 S
, 574 BIORETENTION SEE P
e o DETAIL 9
- 2
e SEE ARCHITECTURE PLANS , c&sﬂ;
Pl FOR INTERNAL 7" STEP' 46.41 N D 4554 /_ CURE
N . /(\ SAWCUT AN il
\ TN ASPHALT PATC
\ 7 16\\ L \\\
AN . AN
\ yd ﬁ S
\ Prd \ \ 857\
\ - \ \ FL A
N\ P e \ A\
\\ pd \
\\ ’ BUILDING FF=5747.00
N S
S~ _ 7 5747
47.33
TRANSFORMER
|
///\\
KT\ CAUTION OVERHEAD
//,§// v \\ A~ — T~ pl ELECTRIC LINES
\\\ \\ 2\\/\/ I —— ;\~;; e
) N BT =
7 SO
L7 YONS . —
> s s A TN e N —— | a0 — — 5229 T =L
e SST- A ATCH EXISTNG , ‘
o =<T--_ CATCH CURB — L =g —= ] CAUTION OVERHEAD| TeC ‘
S<IT T i — 5246_/ — — — & < | ELECTRIC LINES -
=~ T — _ TBC Ye) B 'I:BC
S==<2 MATCH EXISTING s
CATCH CURB L PERMEABLE PAVEMENT
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_
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_
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NOTES

1. ALL SPOT ELEVATIONS ARE TO FLOW LINE UNLESS OTHERWISE INDICATED.

2. ALL SLOPES IN THE PARKING LOT ARE ON ASPHALT.

3. ALL PROPOSED CURB AND GUTTER IS SPILL CURB AND GUTTER EXCEPT WHERE
NOTED.

4. FLOODPLAIN ELEVATION PER FIRM MAP# 08059C0277F IS 5746.00. BUILDING
FINISHED FLOOR IS SET AT 5747.00, 12" ABOVE FLOODPLAIN.

LEGEND

PROPOSED ASPHALT

PROPOSED CONCRETE

PROPOSED LANDSCAPE

REPLACE EXISTING ASPHALT

PROPOSED PERMEABLE PAVEMENT

1.7% PROPOSED GRADE AND
FLOW DIRECTION
9695 EXIST. MAJOR CONTOUR
EXIST. MINOR CONTOUR
9660 PROP. MAJOR CONTOUR
PROP. MINOR CONTOUR
TBC TOP BACK OF CURB
FL FLOWLINE
FG FINISHED GROUND
FF FINISHED FLOOR
LP LOW POINT
TOG TOP OF GRATE
HP HIGH POINT

IN GOLDEN, AT 1201 WASHINGTON AVENUE, SET VERTICALLY IN THE NORTHWEST CORNER
OF THE GOLDEN SQUARE BUILDING, 3.5 FT NORTHEAST OF THE NORTHWEST CORNER OF
THE BUILDING. THE MARK IS 2.0 FT ABOVE THE SIDEWALK. A

PID 1371. DESIGNATION G 31. ELEV= 5677.71 FEET NAVD 88.
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FOSSIL POINT w P
- 2
(<) <
SITE DEVELOPMENT PLAN 2R
oc I
Rl 58 g
TR 2SS
JACKSON STREET - FORD STREET -24TH STREET = B
O EEH
LOCATED IN THE SOUTHEAST 1/4 OF SECTION 34 = B
TOWNSHIP 3 SOUTH, RANGE 70 WEST 6TH P.M.
CITY OF GOLDEN, COUNTY OF JEFFERSON, STATE OF COLORADO
EROSION CONTROL PLAN
PAGE 8 OF 13
. N )
\ Ve
\ AN 7 BMP LEGEND : <
\\ \ // (f)g
N\ D ~_ _~ - E (_D 53
N 2| Ox=5
. QTN
\ CHECK DAM { s | Dol
| Ouel
VEHICLE TRACKING CONTROL N ke > Egg
® | P w
S| rews
° wn D:<I'OO
EROSION CONTROL BLANKET = 8 26
= .
°| wsz
CONSTRUCTION FENCE @ °cl m“s
-
S <
O
STABILIZED STAGING AREA
LIMITS OF CONSTRUCTION — e -
SEDIMENT CONTROL LOG @ rzzz77Z7ZZTN
PERMANENT SEEDING
MULCHING @ no|X[X
|
® —
SILT FENCE — — -
=) SE
CONCRETE WASH AREA @
7 =
INLET PROTECTION L 2|
W | &
Ol=
ROCK SOCKS e w |4
Ol<
|(£ o
3|1
PROTECTION OF EXISTING z (3
VEGETATION = 2|
s |22
Ll 0wl
o — o
L
: h|<
\\ |11
\ 2|2
\ G| &
) 2
\
\ 318
\ > [ >
AN / ==
S~ _ 7 o|o
— | N
OlX
S ol | |E] |of S5
: TREE wl (Slz| |||z
/QE NG ' PROTECTION ol 2o 1855
¢\ 44 \\ 2% o % < O~ = Lil
X / R Ul pl<l<| |Elo|<|w
5181Z|9 |S|E[%[3
TREE NOTES
| +© | PROTECTION
| 1. ALL BMP'S SHALL BE PER UDFCD VOL 3.
2. BMP'S USED:
SC-6 INLET PROTECTION (IP)— MULTIPLE TYPES AVAILABLE, SEE PLAN
FOR TYPE USED ON SITE.
SM—4 VEHICLE TRACKING CONTROL (VTC)— MULTIPLE TYPES
AVAILABLE, SEE PLAN FOR TYPE USED ON SITE.
CAUTION OVERHEAD L2 SC-1 SILT FENCE (SF)
ELECTRIC LINES ‘ I EC-12 CHECK DAMS (CD)- MULTIPLE TYPES AVAILABLE, SEE PLAN FOR
TYPE USED ON SITE. O
EC-6 EROSION CONTROL BLANKET, TO BE USED ON ALL SLOPES 4:1 '
AND GREATER. SEE GRADING PLAN TO LOCATE SLOPES. - —
————————— MM—1 CONCRETE WASHOUT AREA (CWA) < o
sETE==a - SC-5 ROCK SOCKS (RS) 3 =
N SM-2 PROTECTION OF EXISTING VEGETATION (PV) 5
> \ SM-6 STABILIZED STAGING AREA (SSA) 5' a
TSI 5754 N SC-2 SEDIMENT CONTROL LOG (SCL) v B
*Q\\ < AN EC-2 PERMANENT SEEDING (PS) = T
AN EC-4 MULCHING (MU) E % 0N
AN SC-2 SEDIMENT CONTROL LOG (SCL) o O O
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FOSSIL POINT
SITE DEVELOPMENT PLAN
JACKSON STREET - FORD STREET - 24TH STREET

LOCATED IN THE SOUTHEAST 1/4 OF SECTION 34
TOWNSHIP 3 SOUTH, RANGE 70 WEST 6TH P.M.
CITY OF GOLDEN, COUNTY OF JEFFERSON, STATE OF COLORADO
24TH STREET STREETSCAPE PLAN AND ELEVATION
PAGE 10 OF 13

GOLDEN

FOSSIL POINT, LLC

EVENLY—SPACED DECIDUOUS CANOPY SHADE TREES (CNP 3.2.3.B)  PLANTED PARALLEL TO STREET (MC 18.40.222.2.C)
"V 21'-3 "V 21'-3 "V 21'-3 "V 21'-3 "V 21'-3 "V 21'-3 "V 21'-3 "V 21'-3 "V 21'-3 "V 21'-3
BICYCLE RACK
EXISTING BIORETENTION AREA &

FOR FIVE (5) BICYCLES

OVERHEAD UTILITY
POLE TO REMAIN

PLAZA SEAT WALLS
PROVIDE PERMANENT
OUTDOOR SEATING

(MC 18.40.830.1.))

RELOCATED STORM INLET
(REF: UTILITY PLAN, SHT 6)

FORD STREET o e % W
BIORETENTION AREA COLLECTS S — EEE— — 2t L1l R L1 Sl -
STORMWATER RUNOFF FROM N o Y s i Rl
ASPHALT PARKING AREA Y s T SO T B gt e g e
SIDE & REAR OF BUILDING T e et o NS IR Y om0 S e et
(REF: CIVIL DRAINAGE REPORT o P s AL L e % eaten % ]
; hf;gg%“%‘ £ 5 P X A 5 VA A
£y %‘5 5.:{ %';. B0 : g 2 il a Ji
a a, o4 a 4 ?, > P
%f” | iﬁ et | I 1 1 L1 | | L1 1 === |-
/r L T 1T T 1 1T T T 1T T 1T 17 T T T T11I | I N I T | E
e = = 4 1L 11 3.1 J. L1
/ > ”
Thee—_ \ N ] NC one (1) 7" STEP
1 » ’ ” Fo U R (4) 7 STEPS 1 ” ’ ” 1 » 1 » 1 »
47'-2" BIORETENTION AREA 10°-0 54’—8" BIORETENTION AREA 10'-0 35'-0" BIORETENTION AREA 10'=0 35'-0" BIORETENTION AREA

MAXIMUM SIDEWALK GRADES
DO NOT EXCEED EIGHT (8) PERCENT

u w

>

SLOPE (MC 18.40.262.3)

MIDBLOCK PEDESTRIAN ACCESS
BETWEEN PARALLEL PARKING
AND SIDEWALK LEVEL RETAIL

MIDBLOCK PEDESTRIAN ACCESS
BETWEEN PARALLEL PARKING
AND SIDEWALK LEVEL RETAIL

MIDBLOCK PEDESTRIAN ACCESS
BETWEEN PARALLEL PARKING
AND SIDEWALK LEVEL RETAIL
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INTERCONNECTED BIORETENTION AREAS ALONG 24TH STREET COLLECT STORMWATER RUNOFF FROM BUILDING ROOF AND SIDEWALK (REF: CIVIL DRAINAGE REPORT & DRAINAGE MAP, BASINS B1 & B2)
|
STREETSCAPE ELEVATION — 24TH STREET
SCALE: 1" = 10'=0”
| | \\
FORD STREET | |
BIORETENTION AREA COLLECTS : : A
STORMWATER RUNOFF FROM i
ASPHALT PARKING AREA
SIDE & REAR OF BUILDING
(REF: CIVIL DRAINAGE REPORT
& DRAINAGE MAP, BASINS A1, i
A2, & A3)
PERMEABLE PAVEMENT
PARKING SPACES, TYP.\
BIORETENTION AREA BUILDING SITED BIORETENTION AREA BIORETENTION AREA PERMEABLE PAVEMENT — E
SEAT WALLS AT BACK OF SIDEWALK SEAT WALLS SEAT WALLS AT PLAZA, TYP.
PERMEABLE PAVEMENT PROVIDE PERMANENT (CNP 3.2.3.B) PROVIDE PERMANENT PROVIDE PERMANENT
AT NEW CURB OUTDOOR SEATING OUTDOOR SEATING OUTDOOR  SEATING O
EXTENSION, TYP. (MC 18.40.830.1.)) (MC 18.40.830.1.j) (MC 18.40.830.1.j) a
[
j_'—'_l H L ] - ] /
= J = | ] ] &= =_ . ] = @ L
a’ N N > A L ' ' . :
4 . / . 4 __| ,§ ‘I A 4 b 4 b A QD
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) S s ; \
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— S 7 & T T T 1%\ \ | \ \
\ U / L k& k k g \ \ \\ \
RELOCATED STORM INLET "
(REF: UTILITY PLAN, SHT 6) / §9USRTE(Fer) ONE (1) 7" STEP EXISTING BIORETENTION AREA &
: FRONT SETBACK EXCEEDS SIDEWALK PATHWAY OVERHEAD UTILTY  PLAZA SEAT WALLS
RECOMMENDED CONDITIONS | 10" MAX (MC 18.28.510) AT LEAST 10" WIDE POLE TO REMAIN PROVIDE PERMANENT
T NEW CURB EXTENSION TO ACCOMODATE MC 18.40.840 (MC. 18.40.840 (2) OUTDOOR SEATING

LANDSCAPE AREA, SIDEWALKS

BIKE
LANE

AMENITY ZONE PARKING PARKING

14 6 5 L)

LANDSCAPE AREA, SIDEWALKS

SIZED TO CREATE
A 6 PARKING LANE
(CNP 3.2.3.B)

AMENITY ZONE

14

24TH ST.

— RECOMMENDED CONDITIONS

SCALE:

CENTRAL NEIGHBORHOOD PLAN 3.2.3.
PLANNING COMMISSION RESOLUTION NO PC11-32 —— CITY COUNCIL RESOLUTION NO 217

.3.B
9

PARALLEL PARKING
(CNP 3.2.3.B)

STREETSCAPE STANDARDS

STREETSCAPE STANDARDS

SIDEWALK AMENITY ZONE
AT LEAST 7' WIDE

(MC. 18.40.840 (1)
STREETSCAPE STANDARDS

PERMEABLE PAVEMENT

ACCESS, TYP.

SHADE TREES (CNP

1’-0" WIDE PERMEABLE PAVER
IAN STRIP ADJACENT 24TH STREET
CURB, TYP.

24TH STREET

STREETSCAPE PLAN -
1 SCALE: 1" = 10'-0"

BICYCLE RACK
FOR FIVE (5) BICYCLES

SCALE:

1

(MC 18.40.830.1.)
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ROOF MOUNTED EQUIPMENT
NOT VISIBLE ON 3RD FLOOR

ROOF (MC 18.40.251.2),

IF <= 3" WIDE <= 48" TALL
AND PLACED ALONG CENTER
OF LONG AXIS

ELEVATOR PENTHOUSE

ROOF MOUNTED EQUIPMENT
NOT VISIBLE ON 2ND FLOOR

ROOF (MC 18.40.251.2),

IF <= 3" WIDE <= 58" TALL
AND PLACED ADJACENT

(MC 18@.251 2)
A

- = S S o
| g'-0" |
? STEP
| BACK
; REQ.
- —
g |
B '?|'_ = [ N T N B —-— éa -
/ N\
NORTHEAST BUILDING ELEVATION

O

SCALE: 1

” — 101_0”

DOTTED LINE INDICATES
VIEW PLANE, FROM 10’ ABOVE
GROUND IN 200" RADIUS

(MC 18.40.251.2)

3RD—STORY SETBACK

FROM MAIN 2-STORY

24TH STREET ELEVATION (CNP 3.2.3.D)
EXCEEDS 8’ STEP BACK

REQUIRED (MC 18.28.530)

FACING FORD STREET

ELEVATOR
PENTHOUSE

(MC 18.28.530(1)A)

SEE GROSS FLOOR AREAS,

PAGE 1

BUILDING SETBACK
AT UPPER FLOOR

@ 18.40.810.6)
c

UPPER LEVELS
(MC 18.40.820.1)

FOOTPRINT ABOVE 30’ IS
NO GREATER THAN 50% OF
THE BUILDING FOOTPRINT

FOSSIL POINT
SITE DEVELOPMENT PLAN
JACKSON STREET - FORD STREET - 24TH STREET

LOCATED IN THE SOUTHEAST 1/4 OF SECTION 34
TOWNSHIP 3 SOUTH, RANGE 70 WEST 6TH P.M.
CITY OF GOLDEN, COUNTY OF JEFFERSON, STATE OF COLORADO
BUILDING ELEVATIONS
PAGE 11 OF 13

3RD STORY SETBACK CORNICE @ STUCCO COLORFUL FABRIC AWNINGS TO

OND FLOOR ENHANCE PEDESTRIAN EXPERIENCE
DOTTED LINE INDICATES TO DIFFERENTIATE AND ENLIVEN THE STREET, TYPICAL
GROUND IN 200’ RADIUS FROM

4
ELEVATOR PEN@E

ALL ROOF MOUNTED
MECHANICAL AND ELECTRICAL
EQUIPMENT NOT VISIBLE
FROM 10° ABOVE GROUND
IN 200’ RADIUS

(MC 18.40.251.2)

MANUFACTURED
STONE VENEER

ROOF MOUNTED EQUIPMENT

NOT VISIBLE ON 3RD FLOOR
ROOF (MC 18.40.251.2),

IF <= 3" WIDE <= 48" TALL
AND PLACED ALONG CENTER
OF LONG AXIS

ROOF MOUNTED EQUIPMENT

NOT VISIBLE ON 2ND FLOOR
ROOF (MC 18.40.251.2),

IF <= 3" WIDE <= 58" TALL
AND PLACED ADJACENT

3RD STO@BACK
2

TO PARAPET
87.83

l

7O ROOF AT PEAK
85.83

INSET A MINIMUM OF 3" FROM

EXTERIOR WALL (MC 18.40.820.3)
WITH CLEAR GLAZING

(MC 18.40.820.5)

STuCCO

BALCONY

38'-10"

MAX HT PARAPET ALLOWED
90.85

MAX_HT TO PEAK ALLOWED ©
87.00

401_011

On

ALL ROOF MOUNTED
MECHANICAL AND ELECTRICAL
EQUIPMENT NOT VISIBLE
FROM 10’ ABOVE GROUND
IN 200" RADIUS

(MC 18.40.251.2)

ELEVATOR PENTHOUSE

NORTHWEST BUILDING

ELEVATION

&

ROOF MOUNTED EQUIPMENT

NOT VISIBLE ON 3RD FLOOR
ROOF (MC 18.40.251.2),

IF <= 3" WIDE <= 48" TALL
AND PLACED ALONG CENTER
OF LONG AXIS

SCALE: 1"

1 O)_O”

/ BALCONY

29|1_On

FACING 24TH STREET

TO ROOF AT PEAK

|
| | | s
>~
L] -
................................................................................................................................................................................................... A
--------------------------------------- ™
........ \ I 7 \

! 3RD FLOOR
.
~
N~
"
~
‘ -~—

_ L — /_ = — _\ B I e — == _ _ 2ND FLOOR

| | = Y =E =¢ T H 61.00

I \
/ N =o|
| | 3
AR . . ] JLL] HEENE EEEEn JLd B | I
_ =i = = = === ' 1ST FLOOR
47.00
MANUFACTURELD LARGE GROUND FLOOR WINDOWS
STONE VENEER (MC 18.40.810.2 & 18.40.630.c)

85.83$

3RD FLOORgZN
74.32

2ND FLOOR o
61.00

SOUTHWEST BUILDING ELEVATION

SCA

LE:

1” —

10:_0))

FACING JACKSON STREET

MANUFACTURED /

STONE| VENEER

1ST_FLOOR o
47.00

SOUTHEAST BUILDING ELEVATION

SCALE: 1"

1 O’—O”

FACING JACKSON STREET

GRADE!

47.00 —%.!
FEMA BFE%
46.00
AVERAGE GRADE?
45.85

' FOR STRUCTURES LOCATED WITHIN A
FLOOD ZONE, GRADE SHALL BE DEFINED
AS ONE FOOT ABOVE THE BASE FLOOD
ELEVATION (BFE) AS DEFINED BY FEMA,
BUT NOT TO EXCEED FIVE FEET ABOVE
GRADE AS TYPICALLY DEFINED

(MC 18.28.530 — HEIGHT
REQUIREMENTS FOR EACH CMU TYPE)

~

? FLOODPLAIN ELEVATION IS 5746.00
PER FIRM MAP # 08059C277F

> AVERAGE GRADE AS TYPICALLY
DEFINED
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1" o0
BEFORE YOU DIG
FOR BURIED CABLE LOCATIONS
CALL U.N.C.C. 48 HOURS BEFORE DIGGING
1-800—-922-1987

JH

SCALE AS NOTED
CHECKED BYT1 AL

DATE[I07 /26 /16

DRAWING NO.
DESIGN BY[J
DRAWN BY [

FOSSIL POINT
SITE DEVELOPMENT PLAN
JACKSON STREET - FORD STREET -24TH STREET =
LOCATED IN THE SOUTHEAST 1/4 OF SECTION 34 2
TOWNSHIP 3 SOUTH, RANGE 70 WEST 6TH P.M. §
CITY OF GOLDEN, COUNTY OF JEFFERSON, STATE OF COLORADO
BUILDING PERSPECTIVES ,
PAGE 12 OF 13 W
\
KEY MAP — IMAGES (o) .
SCALE: 1" = 80" — O e
5y
g ¢ ‘- o
=
24TH STREET (NORTHWEST ELEVATION) 24TH STREET (NORTHWEST ELEVATION) 2
SCALE: LOOKING SOUTH 3 SCALE: LOOKING EAST Iﬁ'cJ
FROM NEAR FORD ST AND 24TH ST INTERSECTION FROM NEAR JACKSON ST AND 24TH ST INTERSECTION
ALY :
‘;-‘i"l-'"&r!u ' % %
P . -
—
Z
@)
A
SOUTHEAST ELEVATION SOUTHEAST ELEVATION . §
SCALE: LOOKING NORTH 1 SCALE: LOOKING NORTHWEST u O
FROM OFF—STREET PARKING AREA FROM OFF—STREET PARKING AREA 8 L

BUILDING PERSPECTIVES
GOLDEN FOSSIL POINT, LLC

TITLED
FORDO




DESCRIPTION

The Galleon™ LED luminaire delivers exceptional performance in a
highly scalable, low-profile design. Patented, high-efficiency AccuLED
Optics™ system provides uniform and energy conscious illumination to
walkways, parking lots, roadways, building areas and security lighting
applications. IP66 rated and UL/cUL Listed for wet locations.

SPECIFICATION FEATURES

McGraw-Edison

et _

Project

Comments

Prepared by

Construction

Extruded aluminum driver
enclosure thermally isolated from
Light Squares for optimal thermal
performance. Heavy-wall, die-
cast aluminum end caps enclose
housing and die-cast aluminum
heat sinks. A unique, patent
pending interlocking housing and
heat sink provides scalability with
superior structural rigidity. 3G
vibration tested and rated. Optional
tool-less hardware available

for ease of entry into electrical
chamber. Housing is IP66 rated.

Optics
Patented, high-efficiency
injection-molded AccuLED

Optics technology. Optics are
precisely designed to shape

the distribution maximizing
efficiency and application spacing.
AccuLED Optics create consistent
distributions with the scalability

Electrical

LED drivers are mounted to
removable tray assembly for ease
of maintenance. 120-277V 50/60Hz,
347V 60Hz or 480V 60Hz operation,
480V is compatible for use with
480V Wye systems only. Standard
with 0-10V dimming. Shipped
standard with Eaton proprietary
circuit module designed to
withstand 10kV of transient line
surge. The Galleon LED luminaire
is suitable for operation in -40°C
to 40°C ambient environments.
For applications with ambient
temperatures exceeding 40°C,
specify the HA (High Ambient)
option. Light Squares are IP66
rated. Greater than 90% lumen
maintenance expected at 60,000
hours. Available in standard 1A
drive current and optional 600mA,
800mA and 1200mA drive currents
(nominal).

to meet
requirements. Offered standard
in 4000K (+/- 275K) CCT 70 CRI.
Optional 3000K, 5000K and 6000K
ccT.

STANDARD ARM MOUNT:
Extruded aluminum arm includes
internal bolt guides allowing for
easy positioning of fixture during
mounting. When mounting two
or more luminaires at 90° and
120° apart, the EA extended arm
may be required. Refer to the

arm mounting requirement table.
Round pole adapter included. For
wall mounting, specify wall mount
bracket option. QUICK MOUNT
ARM: Adapter is bolted directly to
the pole. Quick mount arm slide
into place on the adapter and is
secured via two screws, facilitating
quick and easy installation. The
versatile, patent pending, quick
mount arm accommodates
multiple drill patterns ranging
from 1-1/2" to 4-7/8". Removal

of the door on the quick mount
arm enables wiring of the fixture
without having to access the driver
compartment. A knock-out enables
round pole mounting.

Finish

Housing finished in super durable
TGIC polyester powder coat paint,
2.5 mil nominal thickness for
superior protection against fade
and wear. Heat sink is powder
coated black. Standard housing
colors include black, bronze, grey,
white, dark platinum and graphite
metallic. RAL and custom color
matches available.

Warranty
Five-year warranty.

GLEON
GALLEON LED

1-10 Light Squares
Solid State LED

AREA/SITE LUMINAIRE

STANDARD WALL MOUNT

MAST ARM MOUNT

10-5/32" ‘ 21-3/4" ‘ 7 -8-1/8" (206t —
256mm] 1 I 1178mml- fzoemmt
) J
631"
L['\WmmlJ 2-7/16"
[61mm]

QUICK MOUNT ARM (INCLUDES FIXTURE ADAPTER)

3 A
[76mm] | 1-13/18"
0@ | %mw
to7mm] | U5 (2) 27764
o 11mm]

[
3.13/64"| Dia. Hole
[82mm]

QM Quick Mount Arm (Standard)

1T -7 132mmi
”‘ (? 4-7/8"
T \ 6-15/16' I [124mm]
[177mm]
\ @
\ [102mm]
\ I
et 916"
[15mm]
Dia. Hole
4-15/16" \‘ 3-3/4"
[125mm]— [96mm}

:
i = |

1] L

o\

QMEA Quick Mount Arm (Extended)

— L

OPTIC ORIENTATION

hway 74 South
e City, GA 30269 Sp
1800

iations and
din 1o
change without noice.

Street Side

Street Side.

House Side

87/16" 16-9/16"
{ 1-3/4"
QUICK MOUNT ARM DATA
Number of A" Weight with QM Arm Weight with QMEA Arm EPA
Light Squares "2 Width (Ibs.) (Ibs.) (Sq. Ft)
14 15-1/2" (394mm) 35 (15.91 kgs.) 38 (17.27 kgs.)
56° 21-5/8" (549mm) 46 (20.91 kgs.) 49 (22.27 kgs) 111
78 27-5/8" (702mm) 56 (25.45 kgs.) 59 (26.82 kgs.)
NOTES: 1aM lable with 1-8 light 2QMEA option 1.6 light square 3QMEA arm to be used when mounting two fixtures at 30° on a single pole.

TD500020EN
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GLEON GALLEON LED

lock hinge feature allows for
safe and easy tool-less electrical
connections with the supplied
push-in connectors. Back box
includes three (3) half-inch, NPT

threaded conduit entry points. The

universal back box supports both
the small and large forms and
mounts to standard 3-1/2" to 4”
round and octagonal, 4" square,
single gang and masonry junction
boxes. Key hole gasket allows

for adaptation to junction box or
wall. External fin design extracts

heat from the fixture surface. One-

piece silicone gasket seals door
and back box. Minimum 5” wide
pole for site lighting application.
Not recommended for car wash

applications.

DIMENSIONS

Crosstour luminaries are thermally
optimized with five (5) lumen
packages in cool 5000K or neutral
warm 3500K LED color temperature
(ccT).

Electrical

LED driver is mounted to the
die-cast housing for optimal heat
sinking. LED thermal management
system incorporates both

Crosstour is protected with a
Super durable TGIC carbon

bronze or summit white polyester
powder coat paint. Super durable
TGIC powder coat paint finishes
withstand extreme climate
conditions while providing optimal
color and gloss retention of the
installed life.

ion and natural
to transfer heat rapidly away

from the LED source. 7W models
operate in -40°C to 40°C [-40°F

to 104°F]. 18W and 26W models
operate in -40°C to 40°C [-40°F to
104°F]. High ambient 50°C models
available. Crosstour luminaires
maintain greater than 90% of initial

ESCUTCHEON PLATES

v
Five-year warranty.

s
=

i
|

= —

TWa W
634" (171mm]
26w

& [203mm] |

TW & 18W
5:3/4" [146mm]

6-5/8" [168mm]

L7wa.1sw

{

10
[254mm]

36/8" [92mm]
26W

4" [102mm]

CERTIFICATION DATA
UL/cUL Wet Location Listed
150 9001
LM79 / LM80 Compliant
“A" 21-34 B 3G Vibration Rated
DIMENSION DATA DRILLING PATTERN 1P66 Rated
o 8" 8" Weight EPA e ENERGY DATA
et o s Wisth Standard | OptionalArm |  withArm | with Arm * TYPE "N e 1 Electrontc LED Driver
o Arm Length ! bs) (SaFt) 1 G >0.9 Power Factor
1 15172 7 107 33 006 [513;"‘] Hole <20% Total Harmonic Distortion
(39amm) | (178mm) (254mm) (15.0 kgs.) I 120V-277V 50/60Hz
Py 7 - m Sam 7 (2zmm 347V & 480V 60Hz
] r G—H 1w “a0°
56 (s49mm) | (78mm) | (2samm) | (20.0kgs) oo 4 144mm] e M T
28 27-5/8" 7 13" 54 107 - . 50°C Max. Temperature {HA Option)
(702mm) (178mm) (330mm) (24.5 kgs.) ~—(2) Q’jaﬁmg:'!"ml
33.34" 7 16" 63 7 Holes
o10 (857mm) | (178mm) (406mm) (28.6 kgs.) 12 [
NOTES: 1. Optional arm length to be used when mounting two fixures at 80° on & single pole. 2. EPA calculated
with optional arm length
Lsen,
EF:T-N 5]
LEdd TDS00020EN
s Workdwide R 2016-08-23 08:01:04
GLEON GALLEON LED
ARM MOUNTING REQUIREMENTS DESCRIPTION u a
Configuration 90° Apart 120° Apart The patented Lumark Crosstour™ LED Wall Pack Series of luminaries Catalog #
A A 2@180° Triple' provides an architectural style with super bright, energy efficient LEDs.
GLEON-AF-01 (Standard) (Standard) The low-profile, rugged die-cast aluminum construction, universal back .
- - box, stainless steel hardware along with a sealed and gasketed optical Project
GLEON-AF-02 (Standard) (Standard) compartment make the Crosstour impervious to contaminants. The
- - Crosstour wall luminaire is ideal for wall/surface, inverted mount for oMot
GLEON-AF-03 7t Am Am , site lighting, floodlight and low
(Standard) (Standard) . H h . d oo
level pathway illumination including stairs. Typical applications include
GLEON-AF-04 7" Am 7 Am building entrances, multi-use facilities, apartment buildings, institutions, Prepared by
(Standard) (Standard) : "
schools, stairways and loading docks test.
5 | 10" Extended Arm 7* Arm
GLEON-AF-05 {Roured) (Standard) SPECIFICATION FEATURES
10" Extended Am 7 Arm Construction Optical light output after 72,000 hours
GLEON-AF-05 (Required) (Standard) i i i i i
a Slim, low-profile LED design Silicone sealed optical LED of operation. Three (3) half-inch
GLEON-AF-07 | 13" Extonded Arn | 13" Extended Am with rugged one-piece, die-cast chamber incorporates a custom NPT threaded conduit entry points
(Required) (Required) i hinged door ngineered mirrored anodized allow for thru-branch wiring. Back
SLEONAF08 | 13" Extended Am | 10 Extended A and back box. Matching housing reflector providing high-efficiency box is an authorized electrical
il (Required) (Required) styles incorporate both a smalland  illumination. Optical assembly wiring compartment. Integral LED
5 - large design. The small housing includes i i driver incorporates surge
16" Extended A | 16" Extended Arm NOTES: 1 Round poles are 3 @ 120°. Square poles are 3 @ 90°. 2 Round poles are 3 @ 90 . . . " .
GLEON-AF-09 Toamed {Required) s e " is available in 7W and 18W. The tempered glass and meets [ESNA protection. 120-277V 50/60Hz or
et | 5" Exonsea | 15 Exoncea A large housing is available in the requirements for full cutoff 347V 60Hz models.
{Required) {Required) 26W model. Patent pending secure  compliance. Solid state LED
Finish

XTOR
CROSSTOUR LED

APPLICATIONS:
WALL / SURFACE
POST / BOLLARD
LOW LEVEL
FLOODLIGHT
INVERTED

SITE LIGHTING

CERTIFICATION DATA
UL/eUL Wet Location Listed

LM79 / LM80 Compliant

ROHS Compliant

ADA Compliant

NOM Compliant Models

IP66 Ingressed Protection Rated

Title 24 Compliant

DesignLights Consortium® Qualified*

House Side

House Side

Standard

OPTICAL DISTRIBUTIONS

Optics Rotated Left @ 90° [L90]

Optics Rotated Right @ 90° [R90]

i3 sL2
(Type Il) (Type Il with Spill Control)

I

T3
(Type I}

ic A

sL3
(Type Ill with Spill Control)

1

T4FT
(Type IV Forward Throw]

o

Taw s
(Type IVWide)  (Type IV with Spill Control)

(D (D

+

RW
(Rectangular WideType I)

ic Roadway Distril

T2R
(Type Il Roadway)

TR
(Type Ill Roadway) (Type

‘Symmertric Distributions:

sNQ
V Square Narrow) (Type

a

sMa W
V Square Medium) (Type V Square Wide)

S
S

-

(1]
L

M D
A\

AFL
(Automotive Frontline)

H

pecialized Distri

SLL
(90° Spill Light Eliminator Left)

i

LUMEN MAINTENANCE

SLR
(90° Spill Light Eliminator

D

LUMEN MULTIPLIER

Right)

Lumen Maintenance (Percent)

TM-21 Lumen Ambient .
i Lumen Multipl
Drive Current |  AmbientTemperature | Maintenance | 'reiected 70 Temperature | CUMen Multiplier
(60,000 Hours) (Hours)
- o 1.02
Upto 1A Up to 50°C > 96% 416,000 P o
124 Up to 40°C >90% 205,000 prees 00
40°C 0.99
| calculated per IESNATM-21 Data Projected
100 50°C 0.97
e Ry e
95

]

0 1 20 30 40 50 60

Hours (Thousands)

70

80 9 100

Upto 1A, up to 50°C —
1.2A, upto 40°C —

TD500020EN
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CURRENT DRAW

Model Series

Voltage
XTOR1A | XTOR2A | XTOR3A

120V | 0.05A | 0.15A | 0.22A

208V | 003A | 008A | 0.13A

240V | 003A | 007A | 0mA

277V | 003A | 006A | 0.10A

347V | 0.025A | 0.088A | 0.082A

ORDERING INFORMATION

TECHNICAL DATA
. 40°C Maximum Ambient Temperature
2, External Supply Wiring 90°C Minimum
EPA
Effective Projected Area (Sa. FL.):
XTOR1A/XTOR2A=0.34
XTOR3A-0.45
SHIPPING DATA:
10 25mm) Approximate Net Weight
3.7-5.26 Ibs. (1.7 - 2.4 kgs.]
TDS14013EN
“www.designlights.org 2015.05-29 11:34:51
XTOR CROSSTOUR LED
LUMEN MAINTENANCE LUMENS - CRI/CCT TABLE
Ambiont | TMZTLumen [0 LED Information XTOR1A | XTOR2A | XTOR2A-N | XTOR3A | XTORSAN
Temperature | Maintenance (Hours) Delivered Lumens
(72,000 Hours) e 722 1,633 1523 2,804 2280
XTOR1A Model Delivered Lumens
25°C > 92% > 290,000 (With Flood 468 1,060 978 2,168 1738
Accessory Kit]
a0°c > 92% > 290,000
B.U.G. Rating * B0-U0-GO | B1-U0-GO | B1-U0-GO | B1-U0-GO | BI-U0-GO
s0°C - o1% > 270,000 o
XTORZA Model fin) 5000 | 5000 3500 5000 | 3500
25°C >o1% > 270,000 R
Cotorrendoring ) | % o " o °
a0c > 90% > 260,000
e | | o poverconsumpion | | igw | raw | aew | oow
XTOR3A Model NOTES: 1 Includes shield and visor 2 B.U.G. Raing doss not apply o loadiighting.
25°C >o1% > 280,000
a0°C 9% > 270,000
s0°C > 89% > 240,000

Sample Number: XTOR2A-N-WT-PC1

Series” LED Kelvin Color

Housing Color

Options (Add as Suffix)

Accessories (Order Separately)

XTOR1A=Small Door, 7W
XTOR2A=Small Door, 18W
XTOR3A=Small Door, 26W
3500K?

[Blankl=Bright White
(Standard) 5000K
N=Neutral Warm White,

[Blank]=Carbon Bronze
(Standard)

WT=Summit White 347V=347V*

PC1=Photocontrol 120V *
PC2=Photocontrol 208-277V

HA=50°C High Ambient *

WG/XTOR=Wire Guard *

XTORFLD-KNC=Knuckle Floodlight Kit
XTORFLD-TRN=Trunnion Floodlight Kit
XTORFLD-KNC-WT=Knuckle Floodlight Kit, Summit White ”
XTORFLD-TRN-WT=Trunnion Floodlight Kit, Summit White *
EWP/XTOR=Escutcheon Wall Plate, Carbon Bronze
EWP/XTOR-WT=Escutcheon Wall Plate, Summit White

STOCK ORDERING INFORMATION

7W Series

18W Series

26W Series

NOTES: 1 Designlights Consortium® Qualified. Refer to www.designlights.org Qualified Products List under Family Models for details. 2 XTORTA not available in 3500K. 3 Photocontrols are factory installed. 4 Order PCZ for
347V models. 5 Thru-branch wiring not available with HA option or with 347V. 6 Wire guard for wallsurface mount. Not for use with floodlight kit accessory. 7 Floodlight kit accessory supplied with knuckle (KNC) or trunnion
(TRN) base, small and large top visors and small and large impact shiolds

XTOR1A=7W, 5000K, Carbon Bronze

XTOR2A=18W, 5000K, Carbon Bronze

XTOR3A=26W, 5000K, Carbon Bronze

XTOR1A-WT=7W, 5000K, Summit White

XTOR2A-N=18W, 3500K, Carbon Bronze

XTOR3A-N=26W, 3500K, Carbon Bronze

XTOR1A-PC1=7W, 5000K, 120V PC, Carbon Bronze

XTOR2A-WT=18W, Summit White

XTOR3A-WT=26W, Summit White

5-DAY QUICK SHIP ORDERING INFORMATION

XTOR2A-PC1=18W, 120V PC, Carbon Bronze

XTOR3A-PC1=26W, 120V PC, Carbon Bronze

7W Series

18W Series

26W Series

XTOR1A-WT-PC1=7W, 5000K, Summit White, 120V PC

XTOR2A-PC2=18W, 5000K, 208-277V PC, Carbon Bronze

XTOR3A-PC2=26W, 5000K, 208-277V PC, Carbon Bronze

XTOR2A-WT-PC1=18W, 5000K, Summit White, 120V PC

XTOR3A-WT-PC1=26W, 5000K, Summit White, 120V PC

XTOR2A-WT-PC2=18W, 5000K, Summit White, 208-277V PC

XTOR3A-WT-PC2=26W, 5000K, Summit White, 208-277V PC

XTOR2A-N-WT=18W, 3500K, Summit White

XTOR3A-N-WT=26W, 3500K, Summit White

XTOR2A-N-PC1

W, 3500K, 120V PC, Carbon Bronze

XTOR3A-N-PC1=26W, 3500K, 120V PC, Carbon Bronze

XTOR2A-N-PC2=18W, 3500K, 208-277V PC, Carbon Bronze

XTOR3A-N-PC2=26W, 3500K, 208-277V PC, Carbon Bronze

XTOR2A-N-WHT-PC1=18W, 3500K, Summit White, 120V PC

XTOR3A-N-WHT-PC1=26W, 3500K, Summit White, 120 PC

usiness Worldwide

XTOR2A-N-WT-PC2=18W, 3500K, Summit White, 208-277V PC

XTOR3A-N-WT-PC2=26W, 3500K, Summit White, 208-277V PC

TD514013EN
2015-05-29 11:34:51

PARKING AREA

LIGHTING

SCALE: N/A

LUMINAIRE TYPES AA, BB, & C

C
POLE—-MOUNTED

EXTERIOR WALL SCONCES

SCALE: N/A

LUMINAIRE TYPE WM1
BUILDING—MOUNTED

FOSSIL POINT
SITE DEVELOPMENT PLAN

JACKSON STREET - FORD STREET - 24TH STREET

LOCATED IN THE SOUTHEAST 1/4 OF SECTION 34

BOLLARD MOUNTED
LUMINAIRE TYPE EE,
AT PLAZA.

RE: 3/SHEET 13

bo
b bo
bo o
bo

bo
bo
bo
bo
bo
bo

bo
bo
bo
bo
bo

EXTERIOR WALL SCONCE,
TYPE WM1, TYP.
ON SOUTHWEST
BUILDING ELEVATION.

RE: 4/SHEET 13

o
bo
b0
bo
bo
bo

bo
bo
bo
bo
bo

bo
bo
bo
bo
bo

TOWNSHIP 3 SOUTH, RANGE 70 WEST 6TH P.M.
CITY OF GOLDEN, COUNTY OF JEFFERSON, STATE OF COLORADO

POLE MOUNTED LUMINAIRE,
TYPE AA,

AT PARKING LOT ENTRANCE
RE: 5/SHEET 13

PHOTOMETRICS bo bo bo .u .u bo bo ho

bo bo'/bo bo bo bo bo “bo
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bo bo bo— bo

bo bo _bo

bo bo _~bo
bo  bo bo” bo
bo~bo _bo bo

b0 bo _bo - bo

EXTERIOR WALL SCONCE, TYPE WM1, TYP.,
ON NORTHWEST BUILDING ELEVATION.

RE: 4/SHEET 13

bo

EXTERIOR WALL SCONCE, TYPE WM1, TYP.,
ON NORTHEAST BUILDING ELEVATION,
RE: 4/SHEET 13

POLE MOUNTED LUMINAIRE,
TYPE CC,

AT PARKING AREA RAIN GARDEN
RE: 5/SHEET 13

b0

boo bos bo ho ho
bo bo” bo bo bo
o o bo bo
0050 b0
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5.6

bo
51

bo bo b0 bo
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0.3

1
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bo bo bo

57 00 o bo bo bo bo || blo

bo bo bo bo bo o1

0.1

0.1 0:1

0457 70:16,1. 0. 10.1

0. 0 0
b0 t.jo bo "bo bo bo bo bo 4o bo bo bo bo bo bo /bo |bo

b0 bo bo o “bo bo bo bo
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bo—bo -bo bo bo
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1)

bo—bo__bo bo ~bo-bo bo bo bo bo bo boNbo bo—bo bo bo bo

b0 bo

POLE MOUNTED LUMINAIRE,
TYPE BB,
ALONG OUTER PARKING AREA PERIMETER

RE: 5/SHEET 13

EXTERIOR WALL SCONCE, TYPE WM1, TYP.,
ON SOUTHEAST BUILDING ELEVATION. (
RE: 4/SHEET 13

s

ILLUMINATION SYSTEMS

200 KALAMATH STREET DENVER, CO 80223
P:303.295.2900 | F: 303.293.8337

Bar Scale

40

20

20

20'

BEFORE YOU DIG

FOR BURIED CABLE LOCATIONS

48 HOURS BEFORE DIGGING

1-800-922-1987

CALL U.N.C.C.

BY

DATE

08,/30,/16] SM

REVISION

CITY COMMENTS

1

LUMEN MAINTENANCE LUMENS - CRI/CCTTABLE S |"|' E P H OTO M ETR | C S
Te::::j:::ve Thw21 Lumen | TM-21 Reported Theoreteal L70 OpticType Distribution | Watts | Befivered | py | ccr (k) / Color Wavarongth g;‘é'nﬁg
DESCRIPTION (72,000 Hours) (Hours) 361 Y 2700 %
Eon 303-B1-LEDB1 is a compact, low profile, dimmable, LED bollard that 2°¢ . oS o5 600 | 74 3000 75 . 2 ) 2
provides downlight only via a fixed head. 303-B1-LEDB1 has a single head o s > e0o0e . WatoralThrow) | T e o 300 % fBouo-Go SCALE: 1" = 20 — O
on one side of the luminaire. The bollard comes standard with universal 661 | 81 4000 75
input LED driver (120-277V, 50/60 Hz). Dimming is achieved with a standard CURRENT DRAW 65 184 | 28 | TSAM (Amber) | 585-5950m
ELV, reverse phase dimming driver or an optional 0-10V dimming driver. ) 3 |4 2700 9
Eon fixtures may be used indoors or outdoors and carry an IP66 rating.The (SIS I Model [ UineVoltage | Gurrent braw | ” T as w72 3000 75
patented LumaLevelTM leveling systemprovides quick installation, easy ‘ 303-B1-LEDB1 ‘ 120277V, 50/60Hz ‘ 0.068A \ ’L_f - 410 50 3500 85 B0-U0-GO
secure and p from vibration. Prepared by, (ForwardThrow) 647 |79 4000 75
MAX LOAD RATING 85 180 28 TSAM (Amber) 585-595nm
36|39 2700 9
SPECIFICATION FEATURES Options LineVoltage __|Max Load Rating ox . 55 |65 3000 7
Construction 4000K and TSAM (Amber). Both  Finish o 120V 5060 | 1000v, .34 Extra Wide Flood)| | s | 45 3500 B | Bouo-Go
The head of the 303-B1-LEDB1 is color temperature and distribution  Luminaire and mounting base are Pe2 208-277V, 50/60Hz \_ 579 | 71 4000 75
precision machined from corrosion-  must be specified when ordering double protected by a RoHS compliant RIU or RFL 120V, 50/60Hz 1BOOVA, 154 65 61| 25 | TSAM(Amber) | 585-595nm
resistant 6061-T6 aluminum. Body is - see catalog logic for details. An  chemical film undercoating and
extruded aluminum and adjustable  edge-lit option is available. polyester powdercoat paint finish.
mounting base is cast from Electrical The mounting base is painted black. OPTIONS

corrosion resistant aluminum alloy.
Stainless steel hardware is included.
Four (4) 3/8” x 12" galvanized
anchor bolts and a galvanized steel
anchor bolt template are standard.
Specify option -LAB and order the
anchor bolt/template kit seperately
(Catalog: 7581-01PK).

Optical

The bollard is standard with an
ELV trailing edge phase dimmable
driver that accepts a universal input
(120-277, 50/60Hz). An optional
0-10V universal dimming driver is
also available. Both driver options
incorporate surge protection. The
receptacle option incorporates

a specification grade, 120V, 15A

The luminaire housing and head are
available in a variety of standard
colors. RAL and custom color matches
are available upon request. As an
option, the Eon bollards are also
available in colors to match other
outdoor Eaton product lines, such as
Invue. See the Finish section in the
ordering detail for more detail.

303-B1-LEDB1

Receptacle Options (120V Only)

RIU - Receptacle In-Use

76mm

RFL - Receptacle Flip Lid

LightBAR™ and optical assembly  tamper proof and weather resistant

are sealed by a clear, impact duplex GFCI. The photocell option ~ Warranty EON LED

resistant tempered glass lens. comes in either a 120V or 277V. Lumiere warrants the EON series of

The optical assembly is available Please see Option section for more  fixtures against defects in material

in three distributions: T2 (lateral detail. and workmanship for five (5)

throw), T4 (forward throw) and T5X years. Auxiliary equipment such |

(Flood). Available in several color as LED drivers carries the original APPLICATIONS:

temperatures: 2700K, 3000K, 3500K, manufacturer’s warranty. BOLLARD Rugged UV-resistant polycarbonate clear Coveris contructed of a durable, die-cast zinc-
cover and gray body protects GFCI without alloy and is painted to match fixture. Cover is

‘ ] ] . oy e sy ot LUMINAIRE SCHEDULE
o o L] Bl ot o L Ao o 6150 st SYMBOL QTY | LABEL | LUM.WATTS | LUM.LUMENS | LLF | CATALOG
. . Available on 247 36" and 42" hieghts. hieghts.
| . GLEON-AF-01-LED-E1-SL4-600-HSS
A . L +1 1 AA 34 3333 20 LEON-AF-01-LED-E1-SL4-600-H
+1 3 BB 44 4302 90 | GLEON-AF-01-LED-E1-SL3-800-HSS
UL and cUL Wet Location Listed
LM79 / LM80 Compliant
+1 3 cc 44 5000 .90 | GLEON-AF-01-LED-E1-T4W-800
610mm P66 Ingressed Protection Rated . .
Photocontrol cover is precision machined
Under side profe view . | ECHMICAL DATA fom corosionesstant 60016 aluinum -+ 3 EE 8.24 456 .90 303-B1-LEDB1-4000-UNV-T4-DIM10-BK-EDGE
127 50°C Maximum Temperature Rating resistant stainless steel hardware. The pho-
S e v r e e e ot S ——— t 16 WM1 18 1510 90 XTOR2A-N
® control option make sure to designate the glass becomes thicker adding a visible line of light
— appropriate voltage within the catalog logic. around the edge accentuating the luminaries’ aes-

pL

16 cracking or breaking and is non- corrosive.
Note: Cover is weatherproof with the cord

only weatherproof without the cord plugged
in and the cover closed. The receptacle

thetics and styling.

S Fod
76mm 129mm
TECHNICAL NOTES: CALCULATION SUMMARY
ORDERING INFORMATION
ol b 2085100 7101207 DM B2 £0GE PG it Lo e prdl il Mg e A AP e sk LABEL UNITS | AVG MAX MIN AVGMIN | MAX/MIN
Series ® ColorTemperature Input Voltage Optics Dimming Finish * Height * Options ® easy adj secure ing and pi ion from vibration.
303-B1-LEDB1 | 2700-2700K UNV=120-277V" | T2=Typell, DIMELV=Trailing Edge | Painted 12=12"% | EDGE=Edge it glass lens O U TS | D E P RO P E RTY L I N E FC O " 00 O " 00 0 - 0 0 N/A N/A
3000=3000K 120=120V Lateral Throw hase Dim- BK=Black 24 ’ PC1=Photocontrol 120V 7 )
et | o | ooy |G | o | M PROPERTY LINE Fc 0.02 i 0.0 N/A N/A
Mini LightBAR™ | TSAM=Turtle Safe Amber T5X =TypeV, Driver WT=White {120V Only)” )
(685-595nm) ExtraWide Flood Z’::}ve’;\ Paint RFL::;;pg:::)fhp—Lm AT B U | L D I N G FC 1 i 30 39 i 1 O i 0 N / A N / A
DP=Dark Platinum LAB=Less Anchor Bolts &Template *
‘GM=Graphite Metallic O S 9 39 0 0 / /
NOTES: 1 ige (UN Receptacle (RIU or RFL - 120V) options. 2 Specify for PC2 option only. 3 Custom and RAL color matching available upon request. Consult factory for F R N T I D EWAL K FC 1 . 1 ° 1 . N A N A
I e i Y S bt et reatarson PARKING LOT Fc 1.38 4.4 0.0 N/A N/A
E:1°N e R
i L G A - Wt PARKING LOT SIDEWALKS Fc 2.14 4.6 0.1 21.40 46.00
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